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GENERAL NOTES:

THIS PROJECT SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE CITY OF CANON CITY STANDARD CONSTRUCTION
SPECIFICATIONS (2019) (REFERRED TO AS THE STANDARD SPECIFICATIONS) AND COLORACO DEPARTMENT OF
TRANSPORTATION CONSTRUCTION SPECIFICATIONS (2019), EXCEPT WHERE OTHERWISE NOTED IN THE PROJECT PLANS
AND THE PROJECT SPECIAL PROVISIONS. IF THERE ARE CONFLICTS BETWEEN CITY OF CANON CITY STANDARD
CONSTRUCTION SPECIFICATIONS, THE CDOT STANDARD CONSTRUCTION SPECIFICATIONS, PROJECT SPECIFICATIONS AND
DESIGN REGARDING CONTRACTING METHODS OR MEASUREMENT AND PAYMENT, PROJECT SPECIFICATIONS AND DESIGN
SHALL CONTROL.

THE CONTRACTOR SHALL HAVE A COPY OF ALL APPLICABLE STANDARDS ON SITE FOR THE DURATION OF THE PROJECT.

THE CONTRACTOR SHALL ACQUIRE ALL PERMITS AND INSPECTIONS NECESSARY TO COMPLETE THE WORK PRESENTED
HEREIN.

THE ENGINEER SHALL BE NOTIFIED 48 HOURS PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION.
THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL CONSTRUCTION EASEMENTS WITH THE CITY.

THE CONTRACTOR SHALL LIMIT CONSTRUCTION ACTIVITIES TO THOSE AREAS WITHIN THE LIMITS OF DISTURBANCE
AND/OR TOES OF SLOPE AS SHOWN ON THE PLANS AND CROSS SECTIONS. ANY DISTURBANCE BEYOND THESE LIMITS SHALL
BE RESTORED TO ORIGINAL CONDITIONS AT THE CONTRACTORS EXPENSE. CONSTRUCTION ACTIVITIES, IN ADDITION TO
NORMAL CONSTRUCTION PROCEDURES, SHALL INCLUDE PARKING OF VEHICLES OR EQUIPMENT, DISPOSAL OF LITTER AND
ANY OTHER ACTION WHICH WOULD ALTER EXISTING CONDITIONS.

THE CONTRACTOR SHALL MAINTAIN DRAINAGE DURING CONSTRUCTION IN ACCORDANCE WITH THE STORMWATER
MANAGEMENT PLAN OR AS DIRECTED BY THE ENGINEER. ANY REWORK OF MATERIAL DUE TO LACK OF THIS
MAINTENANCE SHALL BE REPAIRED AT THE CONTRACTOR'’S EXPENSE. MAINTAINING DRAINAGE WILL NOT BE PAID FOR
SEPARATELY BUT SHALL BE INCLUDED IN THE WORK.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING A SITE SPECIFIC STAGING PLAN FOR ACCESS TO THE WORK
AREAS AND FIELD FACILITIES TO THE ENGINEER FOR REVIEW AND APPROVAL PRIOR TO BEGINNING CONSTRUCTION. ALL
COSTS ASSOCIATED WITH THE CONSTRUCTION OF TEMPORARY INGRESS/EGRESS WILL NOT BE PAID FOR SEPARATELY.
EARTHWORK, DRAINAGE, AND OTHER ITEMS RELATED TO THE ACCESS SHALL BE SUBSIDIARY TO THE WORK INCLUDING
EROSION CONTROL MEASURE FOR RESTORATION OF THE SITE TO ORIGINAL CONDITIONS.

PROJECT SUPERINTENDENT SHALL BE AVAILABLE ON A 24 HOURS/7 DAYS PERIOD AND CREW WILL RESPOND WITHIN 4
HOURS OF CONTACT.

IT IS ESTIMATED THAT THE FOLLOWING WILL BE REQUIRED:

SANITARY FACILITY*: 1 EACH
*THE CONTRACTOR SHALL CLEAN THE SANITARY FACILITY TWICE PER WEEK. THE COST OF THE SANITARY FACILITY AND ITS
CLEANING WILL NOT BE PAID FOR SEPARATELY, BUT SHALL BE INCLUDED IN THE COST OF MOBILIZATION.

PROJECT ACTIVITY NOTES:

ALL QUANTITIES ARE APPROXIMATE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL WORK NECESSARY TO COMPLETE
THE CONSTRUCTION SHOWN IN THESE PLANS.

ALL MATERIAL AND WORKMANSHIP SHALL BE SUBJECT TO INSPECTION AND APPROVAL BY THE ENGINEER AND THE CITY.

ALL WORK SHALL BE DONE TO THE LINES, GRADES, SECTIONS, AND ELEVATIONS SHOWN ON THE PLANS UNLESS
OTHERWISE NOTED OR APPROVED BY THE ENGINEER.
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LIMITS OF REMOVAL ITEMS SHALL BE VERIFIED BY THE CONTRACTOR PRIOR TO THEIR REMOVAL. IF DISCREPANCIES ARISE
BETWEEN THE DEMOLITION AND THE NEW WORK, THE CONTRACTOR SHALL NOTIFY THE ENGINEER PRIOR TO
DISTURBANCE.

CLEARING AND GRUBBING INCLUDES THE REMOVAL OF TREES, SHRUBS, STUMPS, BRUSH, CONCRETE FLAT WORK, ROCKS.
REMAINING BUILDING MATERIALS AND DEBRIS FROM THE PROJECT AREA AS SHOWN ON THE PLANS AND AS DIRECTED BY
THE ENGINEER. NO TREE SHALL BE REMOVED WITHOUT APPROVAL OF THE ENGINEER.

ALL EXCESS MATERIAL REMOVED FROM THE PROJECT NOT DESIGNATED IN THE CONTRACT SHALL BECOME THE PROPERTY
OF THE CONTRACTOR AND SHALL BE DISPOSED OF PROPERLY.

IT WILL BE THE CONTRACTOR'S RESPONSIBILITY TO PROVIDE ANY TEMPORARY EXCAVATION SUPPORT AS REQUIRED.
EXCAVATION SHORING SHALL COMPLY WITH OSHA STANDARDS. COST FOR SHORING WILL BE INCIDENTAL TO THE WORK
AND WILL NOT BE PAID FOR SEPARATELY.

THE TYPE OF COMPACTION FOR THIS PROJECT FOR AGGREGATE BASE COURSE (CLASS 6) WILL BE 97 PERCENT MINIMUM
(AASHTO T-99).

DEPTH OF MOISTURE-DENSITY CONTROL FOR THIS PROJECT SHALL BE AS FOLLOWS:
-FULL DEPTH OF EMBANKMENTS FOR ROADWAY, DETOURS, ACCEL/DECEL LANES AND ANY WIDENED AREAS.
-BASES OF CUTS AND FILLS: +6 INCHES.

EXCAVATION REQUIRED FOR COMPACTION OF BASES OF CUTS AND FILLS WILL BE CONSIDERED AS SUBSIDIARY TO THAT
OPERATION AND WILL NOT BE PAID FOR SEPARATELY.

WATER SHALL BE USED AS A DUST PALLIATIVE WHERE REQUIRED TO REDUCE MIGRATION OF AIR BORNE SOIL PARTICLES.
LOCATIONS SHALL BE AS ORDERED. WATER WILL NOT BE PAID FOR SEPARATELY, BUT WILL BE SUBSIDIARY TO THE PAY
ITEM FOR EXCAVATION.

PAVING NOTES:

HOT MIX ASPHALT (PATCHING)(ASPHALT)(75 GYRATIONS)(PG 64-22): SHALL INCLUDE ALL LABOR, EQUIPMENT, MATERIALS,
AND TOOLS REQUIRED FOR INSTALLING, GRADING, AND COMPACTING ASPHALT WITH EMULSION IN ACCORDANCE WITH
THE PLANS AND SPECIFICATIONS.

RECLAIMED ASPHALT PAVEMENT (RAP) MILLINGS SHALL NOT BE SUBSTITUTED FOR ABC CLASS 6 UNDERNEATH FLEXIBLE
PAVEMENT UNLESS APPROVED IN ADVANCE BY THE ENGINEER. RAP MILLINGS SHALL NOT BE PLACED WITHIN THE
PAVEMENT PRISM AS DEFINED BY SECTION 203 OF THE CDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION UNLESS APPROVED IN ADVANCE BY THE ENGINEER.

FOR PRELIMINARY PLAN QUANTITIES OF PAVEMENT MATERIALS, THE FOLLOWING RATES OF APPLICATION WERE USED:
EPOXY PAVEMENT MARKING......cveeeerrerrereeereen. @ 90 SQ. FT./GAL.
AGGREGATE BASE COURSE CLASS 6. ..@ 133 LBS./CU. FT.
EMBANKMENT.....cormereeerreeeeee. .@ 120 LBS./CU. FT.
PRIME COAT (MC-70)....eveeeeeeeeeeeerseeeereersseensereene @ 0.1 GALS./SQ. YD.
HOT MIX ASPHALT oo eeeeesseeeeeeressesne e @ 145 LBS./CU. FT.

ROAD APPROACHES WHICH REQUIRE BITUMINOUS PAVEMENT SHALL BE PRIMED AND 0-4 INCHES THICKNESS OF
PAVEMENT, SHALL BE PLACED TO THE EXISTING GUTTER PAN LINE.

SAWCUTTING ASPHALT OR CONCRETE NECESSARY FOR THE WORK WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE
INCLUDED IN THE WORK FOR REMOVAL.
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WHERE NEW PAVEMENT IS TO ABUT TO EXISTING PAVEMENT, THE EXISTING PAVEMENT SHALL BE REMOVED TO A NEAT
VERTICAL LINE BY FULL DEPTH SAWING. THE CONTRACTOR WILL BE REQUIRED TO PAINT THE EDGE OF THE CUT PAVEMENT
WITH DILUTED EMULSIFIED ASPHALT (SLOW SETTING) PRIOR TO PAVING OPERATIONS. VERTICAL EDGES SHALL NOT
REMAIN OVERNIGHT.

ANY LAYER OF HOT MIX PAVEMENT THAT IS TO HAVE A SUCCEEDING LAYER PLACED THERE ON SHALL BE COMPLETED FULL
WIDTH BEFORE THE SUCCEEDING LAYER IS PLACED.

ANY CURB & GUTTER WHICH IS TO REMAIN AND IS DAMAGED AS A RESULT OF THE CONTRACTOR’S OPERATION SHALL BE
REPLACED AT THE CONTRACTOR’S EXPENSE.

THE CONTRACTOR SHALL SUBMIT A PAVING SEQUENCE SCHEDULE TO THE ENGINEER AT LEAST 5 WORKING DAYS PRIOR TO
THE PRE-PAVING CONFERENCE. PAVING SHALL NOT BEGIN UNTIL THE SCHEDULE HAS BEEN ACCEPTED IN WRITING BY THE
ENGINEER.

SURVEY NOTES:
STATIONS AND OFFSETS SHOWN REFERENCE THE PRIMARY ROAD OR CROSS CULVERT. ELEVATIONS SHOWN ARE TO
FINISHED GRADE OF PAVEMENT UNLESS OTHERWISE NOTED. PAVEMENT DIMENSIONS ARE SHOWN TO THE EDGE OF
PAVEMENT UNLESS OTHERWISE NOTED.
THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EASEMENTS AND RIGHT-OF-WAYS PRIOR TO CONSTRUCTION.
THE CONTRACTOR SHALL CAREFULLY PRESERVE ALL MONUMENTS, BENCH MARKS, RANGE TIES, POPERTY MARKERS,
REFERENCE POINTS AND STAKES. IN CASE OF HIS DESTRUCTION OF THESE, THE CONTRACTOR WILL BE RESPONSIBLE FOR
RESETTING SAME, AT NO COST TO THE OWNER, AND SHALL BE RESPONSIBLE FOR ANY LOSS OF TIME THAT MAY BE
CAUSED.

ALL SURVEYING NECESSARY TO COMPLETE THE PROJECT WILL BE PAID FOR UNDER 1 LS CONSTRUCTION SURVEYING.

TRAFFIC CONTROL NOTES

TRAFFIC CONTROL (SPECIAL): SHALL INCLUDE ALL LABOR, EQUIPMENT, MATERIALS, TOOLS REQUIRED FOR HANDLING
TRAFFIC IN THE CONSTRUCTION WORK ZONE IN ACCORDANCE WITH THE PLANS AND SPECIFICATIONS, MUTCD, AND
ENGINEER DIRECTION, INCLUDING TEMPORARY STRIPING IF NECESSARY.

ALL SIGNAGE AND STRIPING SHALL FOLLOW THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" (MUTCD) LATEST
EDITION, AND ALL APPLICABLE CDOT M&S STANDARDS. THE CONTRACTOR WILL BE REQUIRED TO SUBMIT A METHOD OF
HANDLING TRAFFIC (MHT) TO THE ENGINEER FOR APPROVAL FOR EACH PHASE OF WORK.

A PAVEMENT MARKING PLAN SHALL BE SUBMITTED BY THE CONTRACTOR PRIOR TO THE REMOVAL OF ANY EXISTING
PAVEMENT MARKINGS, REMOVAL OF ASPHALT MAT, OR PAVING. ALL NEW PAVEMENT MARKINGS SHALL MATCH EXISTING
PAVEMENT MARKINGS OR AS SHOWN IN THE PLANS IN ACCORDANCE WITH MUTCD AND CITY STANDARDS.

THE CONTRACTOR SHALL MAINTAIN FULL COMPLIANCE PAVEMENT MARKINGS ON OPEN ROADWAYS DURING ALL PHASES
OF CONSTRUCTION. TEMPORARY PAVEMENT MARKINGS ARE INCLUDED IN THE COST OF TRAFFIC CONTROL.

THE CONTRACTOR SHALL FURNISH, INSTALL, AND MAINTAIN TEMPORARY TRAFFIC CONTROL DEVICES THROUGHOUT THE
DURATION OF CONSTRUCTION IN CONFORMANCE WITH APPROVED MHTS.
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THE TRAFFIC CONTROL SUPERVISOR SHALL COORDINATE CONSTRUCTION ZONE TRAFFIC CONTROL ACTIVITIES WITH ALL
APPROPRIATE OFFICIALS, INCLUDING BUT NOT LIMITED TO THE ENGINEER, EMERGENCY SERVICES, POSTMASTER, ETC.
THE CONTRACTOR SHALL MAINTAIN ACCESS TO ALL PROPERTIES IN THE PROJECT AREA AT ALL TIMES DURING
CONSTRUCTION. WHEN TEMPORARY ACCESS RESTRICTIONS ARE EXPECTED, THE CONTRACTOR SHALL COORDINATE WITH
THE ENGINEER AND AFFECTED PROPERTY OWNERS PRIOR TO CLOSING THE ACCESS.

EROSION CONTROL/BMP NOTES

AT ALL TIMES DURING THE CONSTRUCTION OF THE PROJECT, EROSION AND SEDIMENT CONTROL SYSTEMS SHALL BE
MAINTAINED TO PREVENT DAMAGING FLOWS ON THE SITE AND IN THE WATERSHED BELOW THE SITE. CONTROL SYSTEMS
SHALL BE INSTALLED PRIOR TO THE STRIPPING OF NATIVE VEGATATIVE COVER.

ALL DISTURBED SLOPES OF 3:1 OR STEEPER SHALL BE COVERED WITH SOIL RETENTION BLANKET.

TOPSOIL MATERIAL ACQUIRED ON SITE WILL NOT REQUIRE TESTING. TESTING IS REQUIRED FOR IMPORTED SOIL AS
DEFINED FOR CDOT DEFINITION OF TOPSOIL.

THE MINIMUM THICKNESS OF THE TOPSOIL SHALL BE 4 INCHES. THE TOPSOIL SHALL BE APPLIED TO ALL DISTURBED
SURFACES, OR AS DIRECTED BY THE ENGINEER. SALVAGED SOIL STOCKPILED SHALL BE REQUIRED TO BE SEEDED IF
STOCKPILED MORE THAN 2 WEEKS.

SEDIMENT TRACKED ONTO PAVED ROADS IS TO BE REMOVED DAILY BY SHOVELING OR SWEEPING. CONDITIONS OF THE
OFF ROAD VEHICLE PATHS ACROSS THE ADJACENT PROPERTY SHALL BE EVALUATED BEFORE LEAVING THE PAVED
SURFACES.

ALL EXISTING AREAS DISTURBED BY CONSTRUCTION ACTIVITIES SHALL BE REVEGETATED IN CONFORMANCE WITH THE
FOLLOWING SEED MIX UNLESS OTHERWISE NOTED:

COMMON NAME BOTANICAL NAME PLS LBS/ACRE
WESTERN WHEATGRASS PASOPYRUM SMITHII V. ARRIBA OR BARTON 124
BLUE GRAMA BOUTELOUA GRACILIS V. HACHITA OR LOVINGTON 1.2
SIDEOATS GRAMA BOUTELOUA CURTIPENDULA V. VAUGHN OR BUTTE 3.6
INDIAN RICEGRASS ACHNATHERUM HYMENOIDES V. PALMOA 4.0
TOTAL POUNDS OF PURE LIVE SEED (PLS) LBS PER ACRE 21.2

NOTE: SMALL AREAS THAT REQUIRE HAND BROADCAST SEEDING AND MULCHING SHALL BE SEEDED AT TWICE THESE
RATES.

A TACKIFIER SHALL BE APPLIED TO ALL MULCHED AREAS AT A RATE OF 50 LBS/ACRE. AREAS NOT PROPERLY TACKIFIED, OR
DAMAGED DUE TO CONTRACTOR'S NEGLIGENCE, SHALL BE RE-TACKIFIED AT THE CONTRACTOR'S EXPENSE.

ALL TEMPORARY BMPS SHALL BE REMOVED BY THE CONTRACTOR WHEN NO LONGER NEEDED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND ADMINISTERING THE STATE WATER QUALITY DISCHARGE
PERMIT.

ROCK MULCH (WEED FREE) SHALL BE 2”-4” RIVER COBBLE AS APPROVED BY THE FIELD ENGINEER.

LANDSCAPE WEED BARRIER FABRIC SHALL BE PLACED UNDER PROPOSED ROCK MULCH LOCATIONS.
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53.

54.

55.

56.

57.

58.

59.

60.

UTILITY NOTES:

THE CONTRACTOR SHALL CONTACT THE UTILITY NOTIFICATION CENTER OF COLORADO AT 811 THREE BUSINESS DAYS IN
ADVANCE OF ANY EXCAVATING OR GRADING.

UTILITY FACILITIES EXIST WITHIN THE LIMITS OF PROPOSED CONSTRUCTION. THE CONTRACTOR SHALL COOPERATE AND
COORDINATE WITH THE UTILITY OWNERS IN THER REMOVAL AND RELOCATION OPERATIONS AND DURING CONSTRUCTION
SO THAT PROGRESS IS EXPEDITED.

IT IS ESTIMATED THAT 8 HOURS WILL BE REQUIRED FOR POTHOLING. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
CONTACTING AND COORDINATING WITH THE APPROPRIATE UTILITY REPRESENTATIVES TO BE ONSITE DURING POTHOLING
AND SHALL LIKEWISE BE RESPONSIBLE FOR DETERMINING THE TYPE AND LOCATION OF UNDERGROUND UTILITIES AS MAY
BE NECESSARY TO AVOID DAMAGE THERETO. THE CONTRACTOR SHALL REFER TO THE UTILITY SPECIFICATION FOR
ADDITIONAL REQUIREMENTS.

THE CONTRACTOR SHALL CONTACT LOCAL ELECTRIC PROVIDER TO INITIATE A REQUEST FOR CONSTRUCTION RELATED
TEMPORARY ELECTRICAL POWER.

THE CONTRACTOR SHALL CONTACT LOCAL COMMUNICATIONS PROVIDER FOR ANY TELEPHONE SERVICE AT LEAST TWO
WEEKS PRIOR TO NEEDING THAT SERVICE.

THE LOCATIONS OF EXISTING STRUCTURES, PIPELINES, UTILITIES, ETC., SHOWN ON THE DRAWINGS HAVE BEEN DERIVED
FROM THE BEST AVAILABLE INFORMATION. THERE MAY BE OTHER STRUCTURES, PIPELINES, UTILITIES, ETC., NOT SHOWN
ON THE DRAWINGS WHICH PRESENTLY EXIST IN THE AREA OF CONSTRUCTION. THE ENGINEER AND/OR OWNER ASSUMES
NO RESPONSIBILITY FOR THE ACCURACY OR COMPLETENESS OF THE INFORMATION SHOWN. THE CONTRACTOR WILL BE
RESPONSIBLE FOR LOCATING AND PROTECTING ALL IMPACTED EXISTING STRUCTURES, PIPELINES, UTILITIES, ETC., IN THE
PROJECT SITE, AND SHALL BE RESPONSIBLE FOR ANY DAMAGES THERETO.

THE CONTRACTOR SHALL PROTECT AND MAINTAIN ALL UTILITIES AND STRUCTURES AFFECTED BY THE WORK AND ANY
DAMAGE SHALL BE REPAIRED AND RESTORED TO THE SATISFACTION OF THE ENGINEER OR APPLICABLE ENTITY AT THE
CONTRACTOR'S EXPENSE.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER WHERE UTILITIES CONFLICT WITH THE NEW WORK IN CONFORMANCE
WITH THE SPECIFICATIONS. CONFLICT IS DEFINED WHERE THE NEW WORK CANNOT BE COMPLETED WITHOUT PROPER
CLEARANCES AROUND THE UTILITY. WHERE FIELD VERIFICATION IS NOTED ON THE PLANS, THIS SHALL REQUIRE THE
CONTRACTOR TO DETERMINE THE LOCATION OF THE FACILITY IN QUESTION PRIOR TO THE NEW CONSTRUCTION. A
DETERMINATION SHALL BE MADE BY THE CONTRACTOR IF THE CURRENT DESIGN WILL MATCH THE EXISTING FACILITY AND
NOTIFY THE ENGINEER IN WRITING IF IT DOES NOT.

61.

62.

63.

64.

65.

66.

67.

SIGNING NOTES:

THE CONTRACTOR SHALL REPAIR OR REPLACE AT THEIR EXPENSE ANY EXISTING SIGN THAT IS DAMAGED DURING
CONSTRUCTION ACTIVITIES NOT SCHEDULED TO BE REMOVED.

ENVIRONMENTAL NOTES

RESTORATION OF THE PROJECT AREA WILL INCLUDE REMOVAL OF ALL DEBRIS, LITTER, EXCAVATION SPOILS, AND WASTE
MATERIALS GENERATED BY CONSTRUCTION.

IN ORDER TO AVOID VIOLATING THE MIGRATORY BIRD TREATY ACT OF 1918, IF ANY TREES OR SHRUBS ARE TO BE
REMOVED OR WORK ON/UNDER BRIDGES IS TO BE COMPLETED BETWEEN APRIL 1 AND AUGUST 31, A SURVEY MUST BE
COMPLETED FOR ACTIVE NESTS. IF AN ACTIVE NEST(S) IS FOUND NO WORK MAY BE DONE WITHIN 50 FEET OF THE NEST(S)
UNTIL THE NEST(S) BECOMES INACTIVE. TO AVOID THE SURVEY REQUIREMENT, IT IS RECOMMENDED THAT ALL
VEGETATION THAT NEEDS TO BE REMOVED, BE REMOVED AFTER AUGUST 31 AND BEFORE APRIL 1.

THE CONTRACTOR SHALL REMOVE ON A DAILY BASIS ALL SEDIMENT AND CONSTRUCTION DEBRIS FROM THE FLOW LINES
TO AVOID POLLUTANTS FROM DISCHARGING INTO WATERWAYS. THE COST OF REMOVAL SHALL BE INCLUDED IN THE
WORK.

FUELING AND ROUTINE MAINTENANCE OF CONSTRUCTION EQUIPMENT SHALL ONLY OCCUR AT DESIGNATED AREAS, AT
LEAST 75 FEET FROM WETLAND AND AQUATIC HABITATS AND AWAY FROM DRAINAGE OR DITCHES TO PRECLUDE ADVERSE
WATER QUALITY IMPACTS TO EXISTING DRAINAGES AND WETLAND HABITATS. IT IS THE CONTRACTOR’S RESPONSIBILITY
TO PREVENT ADVERSE IMPACTS TO WATER QUALITY. MAJOR REPAIRS TO EQUIPMENT WILL BE MADE OFFSITE.

CONSTRUCTION EQUIPMENT SHALL BE CHECKED FREQUENTLY FOR LEAKS. ANY LEAKS OR SPILLS WILL BE CLEANED UP
IMMEDIATELY TO PREVENT THE CONTAMINATION OF SOLID OR RESIDUE ON PAVED SURFACES. SPILL AREAS WILL NOT BE
“HOSED DOWN”, DRY CLEANUP METHODS WILL BE USED.

PUMPING AND DISCHARGE OF WATER FROM DEWATERING OPERATIONS MAY REQUIRE A DISCHARGE PERMIT FROM THE
CDPHE WATER QUALITY CONTROL DIVISION. DISCHARGE PERMITS OR ALTERNATE ARRANGEMENTS FOR WATER
MANAGEMENT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. APPLICABLE CONDITIONS FOR THE DISCHARGE
INCLUDING MONITORING AND REPORTING SHALL BE INCLUDED IN THE COST OF THE WORK AND SHALL NOT BE PAID FOR
SEPARATELY.
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CONTRACT CONTRACT ITEM UNIT PLAN AS CONST.
ITEM NO.

000-00000 Excavation/Grading LS 1

000-00000 Erosion Control LS 1

203-01597 Potholing HOUR 8

210-00010 Reset Mailbox Structure EACH 2

210-00810 Reset Ground Sign EACH 15

210-04050 Adjust Valve Box EACH 1

213-00067 Rock Mulch (Weed Free) SF 795

304-06007 Aggregate Base Course (Class 6) CY 535

403-00720 Hot Mix Asphalt (Patching) (Asphalt) TON 150

412-00600 Concrete Pavement (6 Inch) Sy 250

412-00800 Concrete Pavement (8 Inch) Sy 390

514-00042 Pedestrian Railing (42 Inch) LF 30

608-00000 Concrete Sidewalk SY 1025

608-00005 Concrete Sidewalk (Special) Sy 235

608-00010 Concrete Curb Ramp SY 320

608-00012 Curb Ramp (Special) SY 270

608-00015 Detectable Warnings SF

609-21020 Curb and Gutter Type 2 (Section 11-B) LF 2785

610-00020 Median Cover Material (Patterned Concrete) SF

614-00011 Sign Panel (Class 1) SF 33

614-01583 Steel Sign Support (2-1/2 In Round Sch 80) (Post & Slipbase) EACH 4

625-00000 Construction Surveying LS 1

626-00000 Mobilization LS 1

627-00005 Epoxy Pavement Marking GAL 10

627-30405 Preformed Thermoplastic Pavement Marking (Word-Symbol) SF 31

627-30410 Preformed Thermoplastic Pavement Marking (Xwalk-Stop Line) SF 192

630-00016 Traffic Control (Special) LS LS 1

700-93301 F/A Utility Relocation FA 1
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TABULATION OF ROADWAY
213-00067 610-00020 304-06007 403-00720 412-00600 412-00800 514-00042 608-00000 608-00005 608-00010 608-00012 608-00015 609-21020
HOT MIX ASPHALT (PATCHING)
MEDIAN COVER (ASPHALT) CONCRETE CURB AND
STATION ROCK MULCH MATERIAL AGGREGATE @) CONCRETE PAVEMENT PEDESTRIAN CONCRETE CONCRETE -\ cReTECURB|  CURB RAMP DETECTABLE GUTTER
BASE COURSE (GRADING SX) (75) (PG 64-22) PAVEMENT RAILING SIDEWALK
(WEED FREE) (PATTERNED 0 (8 INCH) (CROSS SIDEWALK RAMP & (SPECIAL) WARNINGS TYPE 2
CONCRETE) (CLASS 6) 1sTUFT @ 2ND LIFT (BINCH) PAN) (42INCH) (SPECIAL) (SECTION 11-B)
(3.0" THICK)™ | (2.0" THICK)®
BEGIN END SF SF cy TON TON sy SY LF sy sY SY SsY SF LF
PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL | PLAN | FINAL
50400 |TO | 53+60 40 0 0 160 4 266
53+60 | TO | 59+80 87 87 108 4 2 20 66 24 202 177 27 45 48 626
59+80 | TO | 64+60 60 60 75 34 23 14 90 117 43 21 24 223
64+60 | TO | 68+80 146 146 109 31 21 33 114 234 67 46 48 446
68+80 | TO | 73+60 202 202 59 9 6 60 58 95 30 63 72 408
73+60 | TO | 78+80 12 0 0 10 17 46 35 24 28
78+80 | TO | 83+20 70 0 0 95 32 99 61 24 48 564
83+20 | TO | 88+40 258 258 32 6 4 16 51 44 24 21 24 91
PROJECT TOTALS 753 753 505 84 56 238 370 24 975 221 302 255 288 2652
USE 795 0 535 150 250 390 30 1025 235 320 270 305 2785
NOTES: 1. ABC (CLASS 6) IS 6" THICK.
2.IT1S ESTIMATED THAT HMA IS 145 LB/FTA3.
3. THE FIRST LIFT ASSUMES 5% INCREASE IN WEIGHT FOR BASE COURSE IRREGULARITIES.
4. EMULSIFIED ASPHALT IS APPLIED AT .10 GAL/SQ. YD. (DILUTED)
5. CONCRETE CURB RAMP INCLUDES DETECTABLE WARNINGS. CONCRETE CURB RAMP SPECIAL (USED AT COMMERCIAL DRIVEWAYS ONLY) DOES NOT INCLUDE DETECTABLE WARNINGS.
TABULATION OF REMOVALS - FOR INFORMATION ONLY
000-00000 201-00000 202-00200 202-00203 202-00206 202-00207 202-00210 202-00220 202-00250 202-05026
STATION REMOVAL OF CLEARING & REMOVAL OF REMOVAL OF CURB REMOVAL OF REMOVAL OF BRICK REMOVAL OF REMOVAL OF ASPHALT REMOVAL OF SAWING ASPHALT
CONCRETE BLOCK GRUBBING™ SIDEWALK AND GUTTER CONCRETE CURB RAMP PAVERS CONCRETE PAVEMENT MAT PAVEMENT MARKING '\?QIT;E':)L
BEGIN END EA LS sY LF SsY 3% sy SsY SF LF
PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL
PROJECT WIDE 1
50400 |TO | 53+60 274 4 3 35
53+60 | TO | 59+80 719 55 100 146
59¢80 | TO | 64+60 19 375 7 78 294 221
64+60 | TO | 68+80 1 28 464 28 97 175 68
68+80 | TO | 73+60 7 478 2 45 144 157
73+60 | TO | 78+80 28 121 32 10 462
78+80 | TO | 83+20 31 131 17 123 15 217 124
83+20 | TO | 88+40 9 49 22 110 147
PROJECT TOTALS 1 1 122 2611 101 7 412 841 679 898
USE 1 1 130 2745 110 10 435 885 715 945
NOTE: 1. REMOVALS SHALL BE PAID FOR AS EXCAVATION/GRADING (LS).
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TABULATION OF PAVEMENT MARKINGS TABULATION OF EARTHWORK
627-00005 627-30405 627-30410 CUBIC YARDS
ITEM
EPOXY PAVEMENT PARKINGS Preformed Thermoplastic Preformed Thermoplastic PLAN FINAL
STATION Pavement Marking Pavement Marking 203-00000 UNCLASSIFIED EXCAVATION 945
8" WHITE EDGE LINE 4" DOUBLE YELLOW CENTERLINE (Word-Symbol) (Xwalk-Stop Line)
203-00060 EMBANKMENT MATERIAL (CIP) TOTAL 33
LF LF SF SF
PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL -- FOR INFORMATION ONLY --
50+82 9% — -
77425 T 79405 180 Unclassified Excavation (CIP) 945
77+25 TO 80+93 370 Embankment Material (CIP) 30
79+05 TO 80+93 188
81+78 10 83+13 134 EARTHWORK BALANCE
81+78 8;-090 84+93 315 s Unclassified Excavation (CIP) 945
+ . -
83107 156 Embankment Material (CIP) 30
83+13 TO 83+75 63
83475 T0 31493 118 EMBANKMENT X FACTOR
88+72 96 Embankment Material (Net) (X 1.1) 33
PROJECT TOTALS (LF) 322 1046 .
PROJECT TOTALS (SF) 215 697 31 192 Total Excavation 911
PROJECT TOTALS (GAL) 2 8 | |
PROJECT TOTALS (GAL) 10
NOTE: 1. ITIS ESTIMATED THAT 1 GALLON OF MODIFIED EPOXY COVERS 90 SF OF PAVEMENT MARKING.
TABULATION OF MISCELLANEQUS ITEMS
203-01597 210-00010 210-04050 625-00000 626-00000 630-00016 700-93301
RESET MAILBOX CONSTRUCTION TRAFFIC CONTROL F/A Utilit
STATION POTHOLING > OX | apjustvaLvesox | CONSTRUCTIO MOBILIZATION ONTRO /A Utility
STRUCTURE SURVEYING (SPECIAL) LS Relocation
BEGIN END HOUR EA EA LS LS LS FA
PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL PLAN FINAL
PROJECT WIDE 8 1 1 1 1
50+00 TO 53+60
53+60 TO 59+80 2
59+80 TO 64+80
64+80 TO 68+80
68+80 TO 73+60
73+60 TO 78+80 1
78+80 TO 83+20
83+20 TO 88+40
PROJECT TOTALS 8 2 1 1 1 1 1
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TABULATION OF SIGNS
614-00011 | 614-00012 210-00810 614-01583
ON LENGTH STEEL SIGN SUPPOT
SIGN DIRECTION SIGN PANEL | BACKGROUND NO. OF -
SIGN CODE LEGEND STATION | DIRECTION SIGN PANELISIGN PANEL A ACTION RESET (2-1/2IN ROUND SCH
NO. OF TRAVEL SIZE COLOR (CLASS1) | (cLassi) | post POSTS | POST(S)| GROUND SIGN 80)
(POST & SLIPBASE)
SF SF LF EA EA
1A R1-1 Stop NB Red
1B SPECIAL CO Hwy 115 S 9th St EB Green
1C SPECIAL CO Hwy 115 S 9th St WB 50+62 RT Green X RESET 1 1
1D D3-1 Short St NB Green
1E D3-1 Short St SB Green
2A W11-2 Pedestrian Crossing SB 54421 T Yellow X RESET 1 1
2B W16-9p Ahead SB Yellow
3A S1-1 ' School NB 61480 RT Yellow X RESET 1 1
3B | W16-7pL | Left Diagonal Downward Arrow NB Yellow
4A R1-1 Stop EB Red
4B D3-1 S 9th St EB/WB 61+91 LT Green X RESET 1 1
4C D3-1 Myrtle Av NB/SB Green
5 R1-1 Stop WB 62+32 RT Red X RESET 1 1
6A S1-1 . School SB 62469 T Yellow X RESET 1 1
6B | W16-7pL | Left Diagonal Downward Arrow SB Yellow
7 R3-9b Two-Way Left Turn Only SB 63+48 LT White X RESET 1 1
8A R1-1 Stop EB Red
8B D3-1 S 9th St EB/WB 65+30 LT Green X RESET 1 1
8C D3-1 Ussie Av NB/SB Green
9A R1-1 Stop WB Red
9B D3-1 S 9th St EB/WB 65+90 RT Green X RESET 1 1
9C D3-1 Ussie Av NB/SB Green
10 R7-2a No Parking SB 66+24 LT White X RESET 1 1
11 R1-1 Stop WB 67+85 RT Red X RESET 1 1
12A R1-1 Stop EB Red
12B D3-1 S 9th St EB/WB 69+10 LT Green X RESET 1 1
12C D3-1 Griffin Av NB/SB Green
13A W11-3 Deer. SB 73477 T Yellow X RESET 1 1
13B | W?7-3aP Next 6 Miles SB Yellow
14A W11-2 Pedestrian Crossing NB 79470 RT 30 | X| 30 Yellow 6.25 X NEW SIGN 1 14 1
14B | W16-9p Ahead NB 24 | X | 12 Yellow 2.00
15A W11-2 I.Dedestrlan Crossing NB 81469 RT 30 | X| 30 Yellow 6.25 X NEW SIGN 1 14 1
15B | W16-7pL | Left Diagonal Downward Arrow NB 24 | X | 12 Yellow 2.00
16A W11-2 I'Dedestrlan Crossing SB 81476 T 30 | X| 30 Yellow 6.25 X NEW SIGN 1 14 1
16B | W16-7pL | Left Diagonal Downward Arrow SB 24 | X | 12 Yellow 2.00
17 R2-1(30) Speed Limit SB 83+62 LT White X RESET 1 1
18A W11-2 Pedestrian Crossing SB 83470 T 30 | X| 30 Yellow 6.25 X NEW SIGN 1 14 1
18B | W16-9p Ahead SB 24 | X | 12 Yellow 2.00
19A D3-1 Vine St NB/SB 87473 RT Green X RESET 1 1
198 D3-1 9th St EB/WB Green
20 R1-1 Stop WB 87+75 RT Red X RESET 1 1
PROJECT TOTALS 33.00 0.00 15.00 4.00
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R.O.W. TABULATION OF PROPERTIES IN FREMONT COUNTY sook and Page
A In S Feet (A ) Title
Ownership Name and Mailing X X Tea °h Tamawe T ores No. And/Or Commitment No Purpose
Parcel No. Address Site Address Location Area Of Existing Net Ares | Remainder | Remainder | Reception No. :
DELETED Parcel ROW Left Right
\E-y [Scott R & Jennifer L Hil 1215§ OthyStreet Trdwhrjdge - Subdivision \320/ Construction of Roadway Improvements.
X 1215 S 9) Street Canon &y, CO Lot X 0.0473)
7\ [Conon £iyNeO 7 X VAR VAR
TE-2 Calvary Chapel Canon City 830 Bridge Street M & B or unknown 75 Construction of Roadway Improvements.
830 Bridge Street Canon City, CO CH B-518 P-240 TR-174L (0.0017)
Canon City, CO Section 4-19-70
TE-3 Linda & Kurt A Epperson 1021 S 9th St Griffins Addition - Subdivision 50 Construction of Roadway Improvements.
1021 S 9th St Canon City, CO Block 2 (0.0011)
Canon City, CO
TE-4 John A & Jerriann Early 900 S 9th Street Prescott's Addition - Subdivision 50 Construction of Roadway Improvements.
900 S 9th Street Canon City, CO Lot 3 (0.0011)
Canon City, CO
TE-5 Prescott 9 LLC 820 S 9th Street #A Prescott's Addition - Subdivision 75 Construction of Roadway Improvements.
1022 S 9th Street Canon City, CO Lots 4-6 (0.0011)
Canon City, CO
TE-6 West Central Mental Health Center 11701 S. 9th Street M & B or unknown 112 Construction of Roadway Improvements.
701 S. 9th Street Canon City, CO (0.0026)
Canon City, CO
TE-7 West Central Mental Health Center 11701 S. 9th Street M & B or unknown 360 Construction of Roadway Improvements.
701 S. 9th Street Canon City, CO (0.0083)
Canon City, CO
TE-8 Krazzannex LLC 604 S. 9th Street Sell's Addition - Subdivison 50 Construction of Roadway Improvements.
604 S. 9th Street Canon City, CO (0.0011)
Canon City, CO
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CURB AND GUTTER

A 1 C
z5
L
SECTION 1

SECTION 1

CURB & GUTTER A B C
SECTION 1A 6" 6" 24"
SECTION 1B 6" 8.5" 28"
SECTION 1C 6" 9” 30"
CURB CUT 6" 2" 24"

SECTION 1B & 1C TO BE USED ONLY TO REPAIR EXISTING.

REVISED: AUGUST 2008

12 18 18" 18"
I | [T |
R 0 i / gl » » 4 N S g
12 i m— — i 12 ’i — — 2
SECTION 2 SECTION 3
MOUNTABLE CURB AND GUTTER MOUNTABLE CURB AND GUTTER
671 12"
L. ) \ —1/2" SPILL
197 .
CURB AND GUTTER
N ] CITY OF CANON CITY
| SECTION 4 ENGINEERING DEPARTMENT
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3!,"@ std. pipe.

10'-0" Max. (See Note 1)

Detail Z\A

MDetail 3
Il 1

\}

HiltiHIT-HY 200 + HIT-Z-R 74" anchors,

Threaded \q‘_j
pipe cap 2" @ X-stron
— top rail. (Level ]
e ‘
\
> |
;{) 1
\
|
T UTTTTITTTINT T T I
E 2"@ X-stron
% £ bottom rail. (Level
of;
Post
maximum 1¥," grout pad
.
<l e
= €
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=
|
|
T
C%%%ie?; N. 5" (typ)(both directions)
sidewalk\x_ /(E post
/‘1" @ hole (typ.)
¢ anchor™

@

[ —e B

—

\PL 1/16"x10"x10"

1//5"(typ)(both directions)

9" min.

il

BOLTED CONNECTION

RAILING ELEVATION

at 4" Max.

Engineer.

Picket (Pass

'/through rail)
/Bottom rail

(|

DETAIL 1

(See note 4)

¥,"@ std. pipe (pickets), eq. spa.

to length as approved by the
See note 2.

s NOTES:
‘ 1. Allrailing panels shallbe shop fabricated.
| 2. Field cut picket ends shallbe ground smooth to preclude personal
q] (| injury to the public.
| 3. Alpipe shallmeet the requirements in ASTM A53 for Grade B steel
‘l\ and all plates and bars shallmeet the requirements in AASHTO M270
N—F J/ for Grade 36 steel.
\i 4. Holes in rails, for pickets, and holes in posts, for pins, shallbe drilled.
' Railing components shallbe painted BRIDGE GREEN according
\ to Revision of CDOT Section 708-Paints.
| 6.  Railing willbe paid for, by the linear foot, as Item 514 Pipe Railing.
LJ\ I 7. Alcosts associated with the construction of the Thickened Slab,
| u Il II || - including all concrete, steelreinforcement, labor, equipment, tools, and
| materials necessary to complete the work shallbe included in
ﬂ\« Item 500 Concrete Sidewalk (5 Inch).
T . L .
. . 8. Any painted areas damaged during installation shallbe touched up
Top of Thickened Sidewalk in the field. No additional payment willbe made for touch up work.
May be field cut Profile of picket ends shallbe 9. Post-installed anchors shall consist of 3/4" HiltiHIT-Z-R stainless steel
|E|)G|IIG"etI tod fg':llsr('ned rt?dIe an(E anchor with HiltiHIT-HY 200 Safe Set System.
shall exten min.) below
t;ott%m 2r“cnl( Th;e tpr%flllle( sholl) 10. Installanchors per the manufacturer instructions, as included in the
also be min.) to max anchor packaging.
above the concrete surface.
11.  The Contractor shallarrange for an anchor manufacturer's
representative to provide on-site installation training for the anchoring
Post o ) products specified. The Engineer must receive documented confirmation
0s that allof the Contractor's personnel who install anchors are trained
prior to the commencement of installing anchors.
. . 12. Installanchors in accordance with spacing and edge clearances
Rail %\Abﬂrbl%"g X 9't' Flf'h indicated on the drawings.
ay be saw cut to
Vs length in the field to 13. Existing reinforcing bars in the concrete sidewalk that conflict with
allow proper assembly) specific anchor locations may be cut.
? —_— T =11 —- 14. Grout shallbe HiltiGrout: CB-G EG, epoxy, fc,grout = 14939 psi.
.2“ min 15. Drilled holes for post installed anchors shallbe cleaned and free of all
; \ dust, and in a dry condition prior to insertion of adhesive and anchor.
1" min ‘
5" max X
]
— |
(See note 4) ‘ #4 ——— @ 8"
[ &
| Concrete Sidewalk (5 Inch)
i f#4 Cont. (Typ.) /
=23 14
— =
Tod ai E a
I e .
~I= 31-0"
v vin.
g___ | - 6'-0" OR 10'-0"
A THICKENED SIDEWALK DETAIL
[\ Picket (Proj. into ] AT TRAIL EDGE
i rail 1" min.) NOTES:
DETAIL 3 1. All costs associated with the construction of the Thickened Slab, 811

(See note 4)

including all concrete, steelreinforcement, labor, equipment,
tools, and materials necessary to complete the work shall
be included in Item 500 Concrete Sidewalk (5 Inch).

v
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Pl 110+78.63 218895.38 77543.16 Pl 117+09.55 219526.29 77539.47 .
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% o % o o o g o o o o o o o 50" 100 200"
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@2 o O N S ~ Q ey <73
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SH 115 SB Proposed Pan Line

g ITEM DESCRIPTION STATION NORTHING EASTING BEARING RADIUS | LENGTH DELTA
PI 114+17.00 | 219233.74 77541.06
HT12 N 0°18'41" W 292.55
Know what's helow. PI 117+09.55 | 219526.29 77539.47
Call youdia PI 117+409.55 | 219526.29 77539.47
HT13 0. : - N 0°19'02" W 89.07
PI 117+98.62 | 219615.35 77538.98 =
o o o o o o 3 <
3 2 g 2 8 3 2 2 2 2 -
~ 0 o - R M < To) © N~ N 0
— = — N N N ~ N ~ ~ Y, o N o
i IYo) o~ i i - © i i i ~— i ~ %) -l 75} o)
0 © o o~ M ==
jox} © ™~ ITe} — < | (Y
o o o < © M| |©
3l |2 z 7 i E 3 s
g = = & NS 8 |2
we o o HCL PAN LINE Y ~| 5 = o
Z = [HT14 R [ HT1S HTI6— e
—'% _|_é3_1 _L__L_J__@__ _l_‘.l._L_I__l__L__L_J__'__I__I_J_L_l__l__l.__L__l__d)__CP #104 1y e [ R EEES R Y [ O MR USHY I SSNUY S SIS S gl & S
E: __|__ _I__I_J._I__HCL SH 115__|__J__I__I_J_+_L_l__l.__L_ _J__I__I__l_+_L_l__l__L__|__J__I__I_J_+_L_I__l__L_+_J__I__ _l_+_HCL SH 115_+__l__l_ —
Il o CP #105 @ o o o o o o o o
o O g A# § 2 g $ SH 115 % g $ ? g HT17
= X & <+ > © HT18 w
<€ © Tz ™ ) ~ ~ ~ ~ ~ ~ x ™~ ~ ~ S A
= Z > @ HT19 Z CP #103
HT12 m 2 TS HT20 HCO02
= D Hcot —
— _
) w
SH 115 SB Proposed Pan Line = (2]
ITEM DESCRIPTION STATION NORTHING EASTING BEARING RADIUS | LENGTH DELTA SH 115 SB Proposed Pan Line
HT14 il 117+98.62 | 219615.35 7753838 |\ 5019'29" W 398.46 ITEM DESCRIPTION STATION NORTHING EASTING BEARING RADIUS | LENGTH DELTA
Pl 121+37.08 | 22001381 77536.72 Pl 12748133 | 220598.03 77533.04 o
PI 121497.08 | 220013.81 | 77536.72 HT18 o emaa1c | 2r0ecoss | 7753, cc | N 073204"W 52.83
HT15 . . . N 0°23'30" W 548.14 Pl 128+34.15 220650.85 /7532.55
PI 127+4522 | 220561.93 77532.97 o 128434.15 | 220650.85 37532.55 -
PI 127+45.22 | 220561.93 77532.97 HT19 N 2°30'47" W 12.66
HT16 : : : N 2041'12" E 6.05 Pl 128+46.81 220663.5 77531.99
Pl 12745127 | 220567.98 77533.26 o 12844681 2206635 27531.99 -
PI 127+51.27 | 220567.98 77533.26 HT20 N 4°3121" W 1535
HT17 : : : N 0024'58" W 30.05 PC 128+462.16 220678.8 77530.78
Pl 127+81.33 | 220598.03 77533.04 oC 128162.16 | 220678.80 7753078
% HCo1 PI 128+88.14 | 220704.70 77528.64 402.00 51.89 7°23'45"
Oj —
= ) pCC 129+14.05 | 220730.10 77523.19
8 S 8 23 SH 115 SB Proposed Pan Line
? $ F |8 pPCC 129+14.05 | 220730.10 77523.19
o 9 %‘ S‘.) = i’ SIDEWALK HCO2 PI 129+27.72 | 220743.41 77520.06 362.00 27.33 4°19'30"
g g — N 7 - o pPCC 129+41.38 | 220756.44 77515.93
W 7 < § W e pPCC 129+41.38 | 220756.44 77515.93
zZ- 0 5\;1 A Ty T HCO3 PI 129+81.67 | 220794.93 77504.05 326.00 80.17 14°5'28"
—Juw T -2 |z PT 130+21.55 | 220829.38 77483.14
4 HT22 ol I I
PT 130+21.55 | 220829.38 77483.14
QE- i' [HTZl [ =gy A HT2l PI 131+11 05 | 220905.89 7783672 | " 311458 W 89.49
+ . R .
8 R J—Hg—l_ T B SH 15 cP #102 PI 131+411.05 | 220905.89 | 77436.72
< *F+—F—HCL SH 115 -4 -t———a—fa L o0 b HOL SH 115 -4 HT22 : : : N 27°26'08" W 155.06
N = ° ° ° ° o 5 PI 132+66.11 | 221043.51 77365.27
% g HT23 % g E — g H3 PI 13246611 | 22104351 | 7736527 |\ oo 2377
© © © L] 0 n © POE 132+89.87 | 221063.78 77352.87 '
HCL PAN LINE w
=
-
>
Q' 50' 100 200"
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Know what's below.
Gall before you dig.
\
| \
o5 | BEGIN STA 51+93.70, 22.60' LT |
Sw | REMDVAL DF CURB & GUTTER, 241 LF |
[o¥w)]
o
Ido \ o o o |
522 3 2 2
» O | IYs) IYe) Te) |
O == = o == 398 T === ::——\,.._.:l.- ________ o
‘ ' %
-—
7o}
-—
—— —_———— Y — — - — —
END STA 50+67.28,18.13 RT | Y | My 5y S S [y S S %
SAWCUTTING, 35 LF - SH 115 =1
REMOVAL OF ASPHALT MAT, 3 SY | - | i'
REMOVAL OF CONCRETE PAVEMENT, 4 SY -— | HCL SH 115 o
| T
| | — \QEND STA 50+74.26, 20.18'RT | =
| | | REMOVAL OF CURB & GUTTER, ?3 LF
ELECTRIC POLE
| | TELEPHONE RISER |
BEGIN STA 50+55.78, 42.28 RT | | PROTECT IN PLACE |
SAWCUTTING, 35 LF ! STA 50+62.00, 30.50' RT
REMDVAL OF GONGRETE PAVEMENT, 4 sy | | RESET GROUND SIGN (o) | LEGEND
REMOVAL OF CURB & GUTTER, 33 LF | | —_—
| RESET FIRE HYDRANT (BY DTI|-|ERS)
| ASPHALT PATCHING
| SEE CURB RAMP DETAIL 01 EXISTING FENCE AND CONCRETE
[
| | DITCH, PROTECT IN PLACE | - CONCRETE PAVEMENT (6")
| |
| i } ROCK MULCH (WEED FREE)
|_
7))
— DETECTABLE WARNINGS
[0
()
T
n
:_+_7z
e e ——
o' 25' 50' 100"
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Know what's below.
Gall before you dig.

STA 55+64.72, 31.68'LT
RESET MAILBOX STRUCTURE

SAWCUTTING, 1 LF

BEGIN STA 54+476.08, 31.64'LT
REMOVAL OF CURB AND GUTTER, 401 LF

SAWCUTTING, 1 LF

END STA 54+31.50, 31.84'LT
REMOVAL OF CURB & GUTTER, 241 LF

SAWCUTTING, 61 LF
REMOVAL OF ASPHALT MAT, 52 SY

END STA 58+63.42, 36.43'LT

REMOVAL OF CURB & GUTTER, 401 LF

SAWCUTTING, 38 LF

REMOVAL OF ASPHALT MAT, 36 SY

BRIDGE ST

SAWCUTTING, 27 LF

REMOVAL OF CONCRETE PAVEMENT, 27 SY
| REMOVAL OF ASPHALT MAT, 12 SY

BEGIN STA 58+93.60, 35.50'LT
REMOVAL OF CURB
AND GUTTER, 318 LF

o o o o
? SEE CURB ? ? ?
RAMP © N o
STA 54+28.74, 36.14' LT
RESET MAILBOX STRUCTURE _DETALL 02 o — e X 0 0 -
oL~ ——— == . == e e = — - - Q
) e el e il g = | N d - ==
i " o B e NN i £
| : : i
o iy Eie i o e e T SH 115 | | ©
%___J.___l___ _ —_— __l___|____l____l____I__SEEDEQI-UARII? g‘gAMP__I____L___I____I___l____I_ __L___l____l___l____l___.I.I____J____l___.l.___l__l___L___J____%
— - - —
= —HCL SH 115 =
T EXISTING SIGN SEL SRS RAVP T
O PROTECT IN PLACE EXISTING SIGN o
e PROTECT IN PLACE 2
= T T " " | - " T -~ -~ =
‘ ‘ SAWCUTTING, 9 LF
RESET GROUND SION (2a-) | | REMOVAL OF CONCRETE |
PAVEMENT, 15 SY |
SAWCUTTING, 9 LF | |
REMOVAL OF CONCRETE \
PAVEMENT, 13 SY | | | LEGEND
| | | ASPHALT PATCHING
ROCK MULCH (WEED FREE)
2z DETECTABLE WARNINGS
T ey —
[0} 25 50' 100"
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SAWCUTTING, 33 LF
REMOVAL OF CONCRETE PAVEMENT, 31 SY
REMOVAL OF ASPHALT MAT, 15 SY

BEGIN STA 62+31.57, 35.64'LT
REMOVAL OF CURB AND GUTTER, 17 LF

Know what's below.
Gall before you dig.
END STA 614+94.84, 34.24'LT
REMOVAL OF CURB & GUTTER, 318 LF g END STA 62+41.83, 23.19' LT
REMOVAL OF CURB & GUTTER, 17 LF
<t
STA 61+90.67, 35.28' LT w
| | RESET GROUND SIGN (4A-C) 5 | |
&
| | \
SAWCUTTING, 26 LF > A e ey |
REMOVAL OF CONCRETE = | |
PAVEMENT, 25 SY |
| | BEGIN STA 62+72.39,19.32'LT |
REMOVAL OF BRICK PAVER5,|7 SY REMOVAL OF CURB & GUTTElR, 29§ LF
IRRIGATION WELL |
PROTECT IN PLACE | | PROTECT EXISTING RESET
(6) TREES IN PLACE, .
o | | o STA 62+60 TO N
g $ STA 63440, 35'LT ?
. o < |
© © ©
|| o —~ -— A=
ol __ g+ __ L _ I I 2 Y E A G v b_ |J i
£ S LS R 1 | | o
e
! 7 — il Hﬁ
0 S S |____
w SH 115 SEE CURB RAMP DETAIL 07 SEE CURB RAMP
z ___\:__I____l.___ ___I____l___l____l.____l____l___ R ___l____l____l____|___L___l__DETAIL 09____| -
L]
T HCL SH 115 __SEE CURB RAMP DETAIL 08 MANHOLE
(&) BEGIN STA 61+78.31, 20.40'RT PROTECT IN PLACE
02 REMOVAL OF CURB & GUTTER, 31 LF
=|- -- -- -- —— - — - - -
REMOVAL OF SIDEWALK, 12 SY
STA 61+80.00, 24.00' RT ,
RESET GROUND SIGN (3A-B)
END STA 62+46.31, 20.60'RT
REMOVAL OF CURB & GUTTER, 31 LF
REMOVAL OF SIDEWALK, 7 SY |
|
LEGEND ELECTRIC POLE EXISTING DITCH

ASPHALT PATCHING

CONCRETE  PAVEMENT (6")

ROCK MULCH (WEED FREE)

DETECTABLE WARNINGS

:_+_7 4
T ey ———————
o' 25' 50' 100'

PROTECT IN PLACE

END STA 62+00.15, 35.41'RT
REMOVAL OF CURB & GUTTER, 31 LF
|

|
REMOVAL OF CONCRETE PAVEMENT, 22 SY -

REMOVAL OF ASPHALT MAT, 95
SAWCUTTING, 24 LF |

SY

|
STA 62+32.00, 37.00'RT
RESET GROUND SIGN (5)

I
FIRE HYDRANT
PROTECT IN PLACE

| BEGIN STA 62+24.52, 35.49'RT
REMOVAL OF CURB & GUTTER, 31 LF

I
|
|
|
PROTECT IN PLACE I
|
|
|
|
|

|
| STA 63+47.79, 26.41'LT

GROUND SIGN (7)

MATCHLINE 64+20

BEGIN STA 64+05.40, 31.37'LT
SAWCUTTING, 138 LF
REMOVAL OF ASHPALT MAT, 184 SY
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LEGEND

ASPHALT PATCHING

CONCRETE  PAVEMENT (6")

ROCK MULCH (WEED FREE)

Know what's below.
CGall before you dig.
REMOVAL OF CONCRETE PAVEMENT, 45 SY -
END STA 65+59.21, 34.65'LT
REMOVAL OF CURB & GUTTER, 296 LF
SIGN PROTECT IN PLACE |
BEGIN STA 65+96.27, 35.04'LT |
DETECTABLE WARNINGS
REMOVAL OF CONCRETE CURB RAMP, 8 SY " REMOVAL OF CURB & GUTTER, 341|'-F I
[ > [
END STA 65+42.41, 30.90'LT | < | REMOVAL OF CONCRETE CURB RAMP, 6 SY
SAWCUTTING, 138 LF L ! !
REMOVAL OF ASPHALT, 184 SY = |
n REMOVAL OF SIDEWALK, 7 SY
% |
EESAE?EZ%%S&) ZS,SI’(';??(LBTA C) > END STA 67497.55, 22.64'RT
- REMOVE CONCRETE BLOCK| | END STA B7%97.85, 22.
1= : o : o | | o & GUTTER, 28 LF
; ; G | |8
SEE CURB RAMP
© ©, © DETAIL 13 ©
— —| — | —7 /7 STA 66423.63, 19.40'LT [~ —+t—— +— —|
b | | Tl 1 RESET GROUND SIGN (10) 1o o
e —_ 4 - — L I —_——
3 : —— | 7 a2 ! - L. A 9P
r— - i ol -
(o] T T ! ! N\ T . : 0]
Z|  sEE curs rRawWP SEE CURB RAMP DETAIL 10 SEE CURB RAMP DETAIL 11 SH 115 | | w
._.___.IDETAIL 09__1___ —_ _ 1 R S | U U (D [ — 1 4l;__+__ l____l___l____z
i SEE CURB RAMP DETAIL 12 END STA 66+01.31, 22.08' RT 5
I —_——— = REMOVAL OF CURB F
"3 | & GUTTER, 34 LF )
< ELECTRIC POLE =
= HCL SH 115 | PROTECT IN PLACE | §
| | | |
I REMOVAL OF SIDEWALK,€|3 sY |
BEGIN STA 65+41.32, 21.75"RT |
BEGIN STA 67+42.55, 22.51' RT SAWCUTTING, 5 LF
REMOVAL OF CURB & GUTTER, 36 LF REMOVAL OF CURB & GUTTER, 25 LF | T REMOVAL OF ASPHALT MAT, 6 SY
I [
REMOVAL OF SIDEWALT’A' sY ngéﬁ%ﬁ%ﬁﬁé 33%}%0'(21 & I <>( REMOVAL OF SIDEWALK, 5 SY
REMOVAL OF CONCRETE CURB RAMP, 4 SY | . | |
. REMOVAL OF SIDEWALK, 6 SY = | SAWCUTTING, 22 LF
END STA 65+60.03, 46.21'RT | o REMOVAL OF CONCRETE PAVEMENT, 5 SY
REMOVAL OF CURB & GUTTER, 36 LF | | REMOVAL OF CONCRETE A |
|
| | CURB RAMP, 3 SY £\ EcTRIC péLE & REMOVAL OF CONCRETE CURB RAMP, 5 SY
REMOVAL OF CONCRETE TELEPHONE RISER a !
PAVEMENT, 26 SY PROTECT IN PLACE STA 67+85.00, 36.00' RT
EXISTING HISTORIC SIGN FESET GROUND SIGN (D
SAWCUTTING, 25 LF ’
RNV B ST T, 00 PR S TR R
’
REMOVAL OF CONCRETE
BEGIN STA 65+85.11, 46.13'RT CURB RAMP, 2 SY
REMOVAL OF CURB & GUTTER, 34 LF ' REMOVAL OF CONCRETE PAVEMENT, 21 SY
END STA 67+59.25, 37.29'RT
z REMOVAL OF CURB & GUTTER, 25 LF SAWCUTTING, 16 LF
—_—— REMOVAL OF ASPHALT MAT, 70 SY
e ey ——
Q' 25 50 100!
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Know what's below.
Call before youddig.
SAWCUTTING, 30 LF
REMOVAL OF CONCRETE PAVEMENT, 45 SY
REMOVAL OF ASPHALT MAT, 14 SY
END STA 69+18.25, 36.98'LT |
REMOVAL OF CURB & GUTTER, 341 LF
STA 69+10.00, 38.00' LT
RESET GROUND SIGN (12A-C)| | EE&IEJN\/A?_TGFe%E%E}OB’ 37.55'LT | SAWCUTTING, 28 LF SAWCUTTING, 36 LF
! " | /" & GUTTER, 30 LF | REMOVAL OF ASPHALT MAT, 45 SY REMOVAL OF ASPHALT MAT, 47 SY
STA 69+07.00, 38.00' LT | < |
RESET FIRE HYDRANT (BY OTHERS)
= BEGIN STA 69+79.27, 22.41'LT | SAWCUTTING, 31 LF
= REMOVAL OF CURB & GUTTER, 413 LF REMOVAL OF ASPHALT MAT, 33 SY
REMOVAL OF SIDEWALK, 7 SY o |
[ o [
IRRIGATION BOX S g | S Q| % %
PROTECT IN PLACE_\g g $| & I
/A N R N T
© ~ | ~ ~ ~
R N i w | 1 |
= alial 1 M - S S -] —-—2
b R [u] T _ - !IJ-E.TT__ :Il‘ - -£
00| — i I :
z | syus L ] |______.:
z____|.___l____l.____l_ __I___.|___I__ [ R —_ ___I___L___l____l____I____|___L___l____L___l___ ___L___l____z
S| sEe curs Rawp SEE CURB RAMP SEE CURB RAMP SEE_CURB RAMP [=
£ DETAIL 15 HCL SH 115 DETAIL 16 DETAIL 17 DETAIL 18 T
= =
3 3
- -7 T \ - - - - - -
| | BEGIN STA 70+72.04, 23.80'RT
| | \ END STA 71407.04, 23.59'RT
\ REMOVAL OF CURB AND GUTTER, 35 LF
END STA 69+68.31, 22.69'LT | | o ‘\
REMOVAL OF CURB & GUTTER, 30 LF 5 SAWCUTTING. 32 LF LEGEND
' | = REMOVAL OF ASPHALT MAT,5 SY O
’
I | z ASPHALT PATCHING
\
| \ ™ REMOVAL OF CONCRETE CURB RAMP, 2 SY
| | \\ - CONCRETE PAVEMENT (6")
! | ROCK MULCH (WEED FREE)
| I \
DETECTABLE WARNINGS
:_+_7z
T ey " ——
o 25' 50' 100!
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Know what's below.
Gall before you dig.
BEGIN STA 76+12.41, 41.16'LT
REMOVAL OF CURB & GUTTER, 30 LF
RESET FIRE HYDRANT (BY OTHERS)
END STA 75+73.99, 34.12'LT REMOVAL OF CONCRETE
REMOVAL OF CURB CURB RAMP, 7 SY
& GUTTER, 33 LF
REMOVAL OF CONCRETE END STA 76+36.78, 26.28'LT
CURB RAMP, 6 SY REMOVAL OF CURS” BEGIN STA 77+24.34, 1.03'LT
& GoTTER, 30 17 A e
)
STA 73+77.26, 22.78'LT REMOVAL OF
RESET GROUND SIGN (13A-B) SIDEWALK, 9 SY
2 : 2 2 2
< To) © ~ 00
™ END STA 73+90.83, 15.17'LT ™ o~ ~ ~
REMOVAL OF CURB I
& GUTTER, 413 LF -
ol __ _ _— L 4- —— e —— §
{B | 3
~ SEE CURB RAMP ~
w - = __ _ 'DETAIL 19 w
z___J.___|____l.____l____l____l___|____l____l_ __I____l___|____l____l__ _I____l___l____l R N DU — ___l____L___J____z
= HCL SH 115 SH 115¥3
6 BEGIN STA 75+50.46, 14.69'LT REMOVAL OF CONCRETE 6
= REMOVAL OF CURB & GUTTER, 33 LF PAVEMENT, 2 SY r—  —— — — — — et
< | <
= - - — - - - - - =
| | BEGIN STA 77+24.34, 10.97'RT
: REMOVAL OF PAVEMENT
BEGIN STA 76+54.24, 25.46'RT MARKING (264 SF)
REMOVAL OF CURB & GUTTER, 41 LF
LEGEND REMOVAL DF SIDEWALK, 10 SY SEE CURB RAWP REMOVAL OF SIDEWALK, 5 SY
== DETAIL 20
REMOVAL OF CONCRETE
END STA 77+02.84, 41.04'RT
ASPHALT PATCHING PAVEMENT, 8 SY " REMOVAL OF CURB & GUTTER, 17 LF
[ > [
REMOVAL OF CONCRETE < REMOVAL OF CONCRETE CURB RAMP, 11 SY
- CONCRETE PAVEMENT (6'") CURB RAMP, 8 SY [ N l ’
[0
ROCK MULCH (WEED FREE) END STA 76+68.88, 58.56'RT 2 REMOVAL OF SIDEWALK, 4 SY
REMOVAL OF CURB & GUTTER, 41 LF g
_ BEGIN STA 77+02.94, 57.77'RT
DETECTABLE WARNINGS g REMOVAL OF CURB & GUTTER, 17 LF
:_+_7z
e T —
ol 25 50' 100"
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a1

v BEGIN STA 79+39.07, 13.72'LT

Know what's below. REMOVAL OF CURB & GUTTER, 42 LF ]
Gall before you dig.

END STA 80+40.00, 9.61'RT
REMOVAL OF PAVEMENT MARKING (198 SF)

BEGIN STA 80+94.66, 23.30'RT
REMOVAL OF CURB & GUTTER, 42 LF

REMOVAL OF SIDEWALK, 6 SY

END STA 81+18.00, 6.53'RT
REMOVAL OF PAVEMENT MARKING (264 SF)

REMOVAL OF CONCRETE CURB RAMP, 10 SY

REMOVAL OF CONCRETE PAVEMENT, 27 SY

REMOVAL OF SIDEWALK, 6 SY

END STA 81+13.44, 53.80'RT
REMOVAL OF CURB & GUTTER, 42 LF

>
e ™ —————

o' 25 50! 100!

BEGIN STA 79+45.15, 28.33'LT
SAWCUTTING, 55 LF

END STA 79+81.01, 13.30'LT
REMOVAL OF CURB & GUTTER, 42 LF

REMOVAL OF CDNCRETE
PAVEMENT, 91 SY

1

END STA 80+00.00, 28.33'L
SAWCUTTING, 55 LF

BEGIN STA 81+29.16, 19.93'LT
SAWCUTTING, 69 LF
REMOVAL OF ASPHALT MAT, 15 SY

SAWCUTTING, 69

2
/ ©
\ SEE CURB RAMP
DETAIL 23
= r—— — — o
N e e =3
~h Eﬂj_ﬂ
T - — _— 0
L\\\l‘ — (]
— e 2 e i I
]
I
O
[l
/ 3
Orm — - -]
DET A" RAMP

REMOVAL

\IEGN STA 81+68.00, 4.84'RT
REMDVAL OF CONCRETE CURB RAMP, 7 SY

END STA 81+79.57, 21.50'RT
REMOVAL OF CURB & GUTTER, 47 LF

REMOVAL OF SIDEWALK, 9 SY

REMOVAL OF PAVEMENT MARKING (217 SF)

REMOVAL OF CONCRETE PAVEMENT, 5 SY

REMOVAL OF SIDEWALK, 10 SY

BEGIN STA 81+49.05, 45.87'RT

OF CURB & GUTTER, 47 LF

END STA 82+69.08, 16.52'LT

LF

REMOVAL OF ASPHALT MAT, 15 SY

LEGEND

ASPHALT PATCHING

CONCRETE PAVEMENT (6')

ROCK MULCH (WEED FREE)

DETECTABLE WARNINGS
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8‘1&1 0

Know what's below.
Gall before you dig.
BEGIN STA 83+20.93, 17.09'LT
SAWCUTTING, 147 LF
REMOVAL OF ASPHALT MAT, 110 SY
1
STA 83+62.00, 24.00' LT Emoiﬁlﬁgfffﬁm'm LT
RESET GROUND SIGN (17) REMOVAL OF ASPHALT MAT, 110 SY =
L
3 3 3 3 s ¢
a
SEE CURB RAMP +
<+ O © ~ 00 002
o DETAIL 24 o o 0 P 0=
- - | _ _
S | _ _ = _ __ __
—_ /
d; — _.L._,-. - L= < |
0 | '
w C o SH 115
é—‘{—*— === : _— -ttt -t =
I
) HCL SH 115 | END STA 87+95.87, 12.44'RT
= END STA 84492.52, 2.60'RT | REMOVAL OF CURB & GUTTER, 43 LF
< REMOVAL OF PAVEMENT
= MARKINGS (217 SF) | __
L __ -7 - -- - REMOVAL OF SIDEWALK, 9 SY
- REMOVAL OF CONCRETE SEE CURB RAMP
/ CURB RAMP, 14 SY DETAIL 25 REMOVAL OF CONCRETE
| CURB RAMP, 8 SY
BEGIN STA 87428.45, 34.12'RT
A 87+75. .00"
REMOVAL OF CURB & GUTTER, 6 LF ggsﬁ GRSL?,% %?G%O ('QE)
END STA 87+29.05, 40.09'RT STA 87473.00, 25.00'LT
REMOVAL OF CURB & GUTTER, 6 LF - | RESET GROUND SIGN (19A-B)
n | ELECTRIC POLE
LEGEND " TELEPHONE RISER
o PROTECT IN PLACE
ASPHALT PATCHING S BEGIN STA 87+67.03, 31.87'RT
REMOVAL OF CURB & GUTTER, 43 LF
- CONCRETE PAVEMENT (6")
ROCK MULCH (WEED FREE)
# DETECTABLE WARNINGS
>
e ey —
ol 25 50' 100"
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81!

Know what's below.
Gall before you dig.
:_+_7 Z
e e —
o' 25! 50' 100"

| \
| BEGIN STA 51+93.70, 22.60' LT \
| CURB & GUTTER, 236 LF |
CONCRETE SIDEWALK, 146 SY
- | MATCH EXISTING |
o O
24 | |
(SN ]
¥
SZO l o % % |
f_‘Bg | %. N M |
» B | 0 0 5} |
_ __ . _ e e s _ L L
\/ _— N = - 1 P i e
| — I +
- |
B e ©
E\STA 50+81.63, 0.00' LT SH 115
| o - CROSSWALK HCL SH 115
| N, (SOLID WHITE, 6-FT X 24-IN)
| = _ " T
| | |
BEGIN STA 50+55.78, 36.28' LT END' STA 50+74.26, 20.18' RT
CURB & GUTTER, 30 LF CURB AND GUTTER, 30 LF
CONCRETE SIDEWALK, 14 SY CONCRETE SIDEWALK, 14 SY
| ! MATCH EXISTING CURB RAWP
CONCRETE CURB
: | | LEGEND

RAMP, 4 SY

SEE CURB RAMP DETAIL 01
|
|

SHORT ST

ASPHALT PATCHING
- CONCRETE PAVEMENT (6")

ROCK MULCH (WEED FREE)

DETECTABLE WARNINGS

MATCHLINE 53+60
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81!

Know what's below.
Gall before you dig.

CURB RAMP (SPECIAL), 15 SY
DETECTABLE WARNINGS, 12 SF

f

END STA 55+50.73, 22.80'LT |
CURB AND GUTTER, 70 LF |
CONCRETE SIDEWALK (SPECIAL), 42 SY
AS DIRECTED BY FIELD ENGINEER l

HOT MIX ASPHALT
(PATCHING) (ASPHALT)
CONCRETE PAVEMENT, 20 SY
CURB AND GUTTER, 30 LF

BEGIN STA 58+61.79, 29.91'LT
END STA 58+63.42, 36.43'LT
CURB & GUTTER, 7 LF
MATCH EXISTING

CURB RAMP (SPECIAL), 6 SY

DETECTABLE WARNINGS, 12 SF CONCRETE CURB

RAMP, 17 SY
BEGIN STA 56+12.70, 28.53' LT
END STA 56+36.70 28.42'LT
PEDESTRIAN RAILING (42 INCH)
MOUNTED ON SIDEWALK, 24 LF aCKEMILCH,

HOT MIX ASPHALT
(PATCHING) (ASPHALT)
TIE INTO EXISTING

BRIDGE ST

CONCRETE PAVEMENT (8 INCH)
(CROSS PAN), 38 SY

BEGIN STA 58+93.60, 35.50'LT
END STA 54+76.04, 31.64'LT
CURB & GUTTER, 6 LF

MATCH EXISTING

CONCRETE CURB

| 2V BEHIND SIDEWALK RAMP, 10 SY
o o o o o @) : ROCK MULCH,
? SEE CURB ? ? ? ? E 15 SF
< RAMP ||.r) © ~ 00
) DETAIL 02 Ts) ) T9) o) )
=155 | 204" !
| " Il
o ;!—__' ..... -I-XV_,\- —J=. { . _‘__._'._._.:._ ________ .__._.,__J‘_\_ e e S — Q
2 RN A S A v RO 2 s e ——
4 m ' — 30" — AL 2 T T O
- BT v e ¢ SH 115 |
w SEE CURB RAMP ]
E .l____l___L___DETAIL O3__.I.____|__ r 1 __L____l____l___J.___l____L____l____I__ —_ 1 _ —_ _I_+_J___L___E
T HCL SH 115 SEE CURB RAMP T
S DETAIL 05 S
< Z
= BEGIN STA 56+01.73, 22.58'LT - - - =
CONCRETE SIDEWALK, 21 SY  —
CURB AND GUTTER, 255 LF

STA 56+36.70, 22.42'LT

END STA 58+39.99, 23.51'LT

ROCK MULCH, 27 SF

END STA 54+14.40, 25.37'LT
CONCRETE SIDEWALK, 146 SY

CURB RAMP (SPECIAL), 14 SY
DETECTABLE WARNINGS, 12 SF

END STA 54+31.93, 34.54'LT
CURB & GUTTER, 236 LF

CONCRETE PAVEMENT (8 INCH)
(CROSS PAN), 13 SY
MATCH EXISTING

CONCRETE PAVEMENT (8 INCH)
(CROSS PAN), 15 SY
MATCH EXISTING

END CONCRETE SIDEWALK, 21 SY
BEGIN CONCRETE SIDEWALK
(SPECIAL), 135 SY, AS DIRECTED
BY FIELD ENGINEER

CONCRETE SIDEWALK
(SPECIAL), 135 SY, AS DIRECTED
BY FIELD ENGINEER

BEGIN STA 59+07.89, 23.20'LT
CONCRETE SIDEWALK, 181 SY

ROCK MULCH, 17 SF
END STA 58+55.12, 22.94'LT
BEGIN STA 55+00.00 CURB & GUTTER, 255 LF
CONCRETE SIDEWALK (SPECIAL), 42 SY

AS DIRECTED BY FIELD ENGINEER

L_CURB RAMP (SPECIAL), 10 SY
DETECTABLE WARNINGS, 12 SF

L_BEGIN STA 54+81.87, 24.61'LT
CURB AND GUTTER, 70 LF

NOTES:

1. AT THE DIRECTION OF THE FIELD ENGINEER, AREAS
DENOTED AS CONCRETE SIDEWALK (SPECIAL) WILL HAVE A

BEGIN STA 59+01.76, 22.72'LT
CURB & GUTTER, 258 LF

LEGEND

ASPHALT PATCHING

CONCRETE PAVEMENT (6")

ROCK MULCH (WEED FREE)

DETECTABLE WARNINGS

THICKENED EDGE TO ACCOUNT FOR DROPOFF INTO THE o 25 50"
EXISTING LOW AREA BEHIND PROPOSED SIDEWALK.

100'
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il

Know what's below.
Gall before you dig.

LEGEND

ASPHALT PATCHING

ROCK MULCH (WEED FREE)

DETECTABLE WARNINGS

:_+_7 Z
e e —
o 25! 50! 100'

CONCRETE PAVEMENT (6')

MATCHLINE 59+80

END STA 61+79.80, 20.29'LT

l CONCRETE CURB

RAMP,

CURB & GUTTER, 258 LF

|CDNC‘RETE SIDEWALK, 181 SY

| |
CONCRETE PAVEMENT, 6 SY

TIE INTO EXISTING|
2' BEHIND SIDEWALK

o

20 Sy

MYRTLE AVE

2 | §
| 3
© ©
L. | :— oo
| — L _ [ —
________ —l—-—-—-—-—-:—'é I L
© | | ©
| | =~ 24 — T
SH 115 . SEE CURB RAMP DETAIL 06 SEE CURB RAMP DETAIL 07
- _'____I___J___L___l___ - . __1__ _ -
\—HCL SH 115 _SEE CURB RAMP DETAIL 08
[ =R=15'
R=15'

BEGIN STA 61+7/8.31, 20.40' RT

END STA 61+89.46, 25.38'RT
CURB AND GUTTER, 13 LF

MATCH EXISTING

==

CONCRETE SIDEWALK, 3 SY

MATCH EXISTING SIDEWALK

CONCRETE CURB RAMP, 7 SY

BEGIN STA 61+92.75, 31.38'RT
END STA 614+93.30, 35.41'RT
CURB & GUTTER, 4 LF

CONCRETE PAVEMENT (8 INCH)
(CROSS PAN), 44 SY

HOT MIX ASPHALT
(PATCHING) (ASPHALT)

CONCRETE PAVEMENT (8 INCH)
(CROSS PAN), 46 SY

BEGIN STA 62+31.57, 35.64'LT
END STA 62+31.90, 33.50'LT
CURB & GUTTER, 3 LF

MATCH EXISTING

CONCRETE CURB
RAMP, 9 SY

[

BEGIN STA 62+42.13, 33.00' LT
CONCRETE SIDEWALK, 72 SY

MATCH EXISTING

0

BEGIN STA 62+72.39,19.32'LT
CURB AND GUTTER, 75 LF

CURB RAMP (SPECIAL), 15 SY
DETECTABLE WARNINGS, 12 SF

TIE-IN WITH AGGREGATE BASE
COURSE (CLASS 6), 8 SY

CONCRETE PAVEMENT, 8 SY
CURB AND GUTTER, 12 LF

CURB RAMP (SPECIAL), 6 SY
DETECTABLE WARNINGS, 12 SF

SEE CURB_— —
RAMP!
: __DETAIL 09]__
N |
! =
ROCK MULCH, 24 SF T

ROCK MULCH, 36 SF

RN I R —_— 3

BEGIN STA 62+35.93, 26.50' RT
END STA 62+41.83, 23.19'RT
CURB AND GUTTER, 7 LF

| MATCH EXISTING

ATCHLINE 64+20

BEGIN STA 62+35.27, 25.43'RT
END STA 62+46.31, 20.60'RT
CURB AND GUTTER, 13 LF
MATCH |EXISTING

CONCRETE SIDEWALK, 8 SY
MATCH EXISTING SIDEWALK

CDNCREITE CURB RAMP, 7 SY

|
BEGIN STA 62+31.30, 35.58' RT
END STA 62+31.89, 31.43'RT
CURB & GUTTER, 4 LF

M

STA 64+05.40, 31.37'LT
BEGIN HOT MIX ASPHALT
(PATCHING) (ASPHALT)

BEGIN STA 63+46.41,19.57'LT
CONCRETE SIDEWALK, 34 SY
CURB AND GUTTER, 51 LF

END STA 63+46.41,19.57'LT
CONCRETE SIDEWALK, 72 SY
CURB AND GUTTER, 75 LF
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BEGIN STA 65+58.40, 29.34'LT
811 END STA 65+59.21, 34.65'LT

CURB & GUTTER, 6 LF
v MATCH EXISTING
Know what's below. END STA 65+53.76, 22.36'LT
CGall before you dig. CURB & GUTTER, 71 LF

STA 65+52.41, 30.90' LT
END HOT MIX ASPHALT (PATCHING) (ASPHALT)

CONCRETE CURB RAMP, 26 SY
ROCK MULCH, 66 SF

CONCRETE PAVEMENT (8 INCH)
(CROSS PAN), 45 SY

BEGIN STA 65+96.27, 35.04'LT
END STA 65+91.13, 29.28'LT
CURB & GUTTER, 6 LF

MATCH EXISTING ! ,

LEGEND

ASPHALT PATCHING

- CONCRETE PAVEMENT (6")

ROCK MULCH (WEED FREE)

CONCRETE PAVEMENT, 8 SY

END STA 65+25.61,18.95'LT | | CURB AND GUTTER, 12 LF
CONCRETE SIDEWALK, 27 SY
’ CONCRETE CURB RAMP, 12 SY TIE-IN WITH AGGREGATE BASE - DETECTABLE WARNINGS
STA 64+85.45,19.09' LT COURSE (CLASS €). 6 SY
BEGIN CURB & GUTTER, 71 LF Ll BEGIN CONCRETE SIDEWALK, 89 SY )
END CONCRETE SIDEWALK, 27 SY <>( | MATCH EXISTING SIDEWALK JOINT CURB RAMP (SPECIAL), 6 SY
b
CURB RAMP (SPECIAL), 10 SY ' ' | | DETECTABLE WARNINGS, 12 SF
DETECTABLE WARNINGS, 12 SF Ll 8g$§c$ﬁg& (iviichlﬁLo)él?zng SEGIN STA 67469.64. 18,08 LT
+69. .
CONCRETE PAVEMENT, 20 SY 8 , ’ W | CONCRETE SIDEWALK,’ 101 SY
CURB AND GUTTER, 30 LF ) END STA 67+36.64,18.21'LT | | CURB AND GUTTER, 156 LF
CONCRETE SIDEWALK, 89 SY J
CURB RAMP (SPECIAL), 15 SY CURB AND GQUTTER. 157 LE
DETECTABLE WARNINGS, 12 SF o | o 3 | | BEGIN STA 67+86.13, 27.90' RT
1
END STA 64+70.61,19.14' LT = l 2 // ? | EPE g o755, 22.64'RT
CONCRETE SIDEWALK, 34 SY 5 & ~ MATCH EXISTING
CURB AND GUTTER, 51 LF © © / © |
— ] 7 r BEGIN STA 66+00.97, 22.26'LT  [|— {
Q|| | | {TP{™ CURB AND GUTTER, 137 LF cl °
I ——rv | = T KoV A Oy s | _
© L 0 N . - | © I | ©
T o = Yo Iy — ~ Rook wuons0 st _J [ o | ©
AM A AM AL 10 &7 AM AL 11 SEE CURB RAMP DETAIL 13 w
Z |SEE CURB RAMP DETAIL 09 SEE CURB RAMP DETAIL 10 </ SEE CURB RAMP DETAIL 1 SH 115
H____l___L___l____'_;7__J____l___L___l____'____J____I___J____I___ [, —_ N - ___I___J.___z
- —
T HCL SH 115 __ SEE CURB RAMP DETAIL 12 BEGIN STA 67+42.55,22.51'RT SEE CURB RAMP DETAIL 14 =]
[&] R=15 END STA 67+52.59, 27.96'RT E'_):
';: CURB & GUTTER, 12 LF ot
S MATCH EXISTING <
B ~ 1 BEGIN STA 65789.93, 27.29'R BN =
END STA 66+01.31, 22.08' RT
CURB & GUTTER, 13 LF |
BEGIN STA 65+41.37, 21.75'RT | MATCH EXISTING |

END STA 65+54.01, 26.25'RT
CURB & GUTTER, 14 LF
MATCH EXISTING

CONCRETE SIDEWALK, 4 SY
MATCH EXISTING SIDEWALK

CONCRETE CURB RAMP, 8 SY

BEGIN STA 65+57.61, 32.25'RT
END STA 65+58.29, 36.77'RT |
CURB & GUTTER, 5 LF |

CONCRETE PAVEMENT (8; INCH)
(CROSS PAN), 36 SY
HOT MIX ASPHALT (PATCHING) (ASPHALT)
BEGIN STA 65+86.29, 37.06'RT

END STA 65+86.78, 33.29'RT
CURB & GUTTER, 4 LF

o

CONCRETE SIDEWALK, 3 SY
MATCH EXISTING SIDEWALK

CONCRETE CURB RAMP, 7 SY |
CONCRETE CURB RAMP, 7 SY

I BEGIN STA 67+54.52, 33.96'RT |
END STA 67+54.53, 37.59'RT
CURB & GUTTER, 4 LF

CONCRETE SIDEWALK, 5 SY | y
| MATCH EXISTING SIDEWALK | /

|
CONCRETE PAVEMENT (8 INCH)
(CROSS PAN), 33 SY '

PRESCOTT AVE

L HOT MIX ASPHALT
| T (PATCHING) (ASPHALT)

CONCRETE SIDEWALK, 5 SY
| MATCH EXISTING SIDEWALK

STA 68+00.35, 31.15'RT
CONCRETE PAVEMENT, 5 SY

CONCRETE CURB RAMP, 7 SY

BEGIN STA 67+82.53, 37.62'RT
END STA 67+83.01, 33.89'RT
CURB & GUTTER, 4 LF

HOT MIX ASPHALT
(PATCHING) (ASPHALT)

:_+_7 Z

e ey M —

o 25 50' 100!
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81!

END STA 70+96.57, 16.79'LT

CONCRETE SIDEWALK, 102 SY
CURB & GUTTER, 119 LF

CURB RAMP (SPECIAL), 15 SY
DETECTABLE WARNINGS, 12 SF

HOT MIX ASPHALT
(PATCHING) (ASPHALT)

K e g CONCRETE PAVEMENT, 20 SY
CURB RAMP (SPECIAL), 15 SY CURB AND GUTTER, 30 LF
DETECTABLE WARNINGS, 12 SF
CURB RAMP (SPECIAL), 6 SY
HOT MIX ASPHALT DETECTABLE WARNINGS, 12 SF
(PATCHING) (ASPHALT)
CONCRETE PAVEMENT, 20 SY CONCRETE SIDEWALK, 21 SY
BEGIN STA 69+51.48, 30.55'LT CURB AND GUTTER, 30 LF CURB & GUTTER, 32 LF
CURB & GUTTER, 21 LF ’ ’
CURB RAMP (SPECIAL), 6 SY CURB RAMP (SPECIAL), 15 SY
CONCRETE PAVEMENT (8 INCH) — CONCRETE CURB RAMP, 14 SY DETECTABLE WARNINGé, 12 SF DETECTABLE WARNINGé, 12 SF
(CROSS PAN), 58 SY |
I I ROCK MULCH, 84 SF CONCRETE SIDEWALK, 45 SY, HOT MIX ASPHALT
END STA 69+18.23, 29.98'LT L I CURB & GUTTER, 68 LF (PATCHING) (ASPHALT)
CURB & GUTTER, 156 LF > BEGIN CONCRETE SIDEWALK, 102 SY CONCRETE PAVEMENT, 20 SY
CONGRETE CURB RAVP. 14 SY < MATCH EXISTING SIDEWALK JOINT CURB AND GUTTER, 30 LF
e | & BEGIN STA 69+79.27, 22.41'LT CHRE AP (SPECIALY 6 Y
END CONCRETE SIDEWALK, 101 SY m A rDETECTABLE WARNINGS, 12 SF
MATCH EXISTING SIDEWALK o 3 | o MATCH EXISTING - o o BEGIN STA 73+48.15,15.83'LT
R MULCH F | CONCRETE SIDEWALK, 28 SY
QK MULCH, 1185 i © T g ¥ 7 CURB & GUTTER, 43 LF
—+ — - —/—O— o N M
© ~ | N ~N ~ /T
| ~ |/ | r | | |
ol A D I __ | o iy - |o
E 4 LL _,_'#\¥ [ 4 | 2L VA e '_/.Lli
b= =X i — : = i L = o 01
| R=15' I ! T I T | F—30 N F—30 — T
w| ———— — — — e — SH 115 — _—— —_ —— — —w
z____'.___J____I__ - __I.F'__ ____I____I___J___I____'.____I____I__ _l___L___'____L___I____I___L__ ____L___l____z
S| SeE curs Rawp @ SEE CURB RAMP‘\; SEE CURB RAMP SEE CURB RAWP |=
3 DETAIL 15 DETAIL 16 HCL SH 115 DETAIL 17 DETAIL 18 T
.(_) R=10' 8
3 3
__ - -7 _ __ __ __ __ —_
| [ \ BEGIN STA 70+72.04, 23.80'RT
| | END STA 71+07.04, 23.59'RT
| CURB AND GUTTER, 35 LF
| MATCH EXISTING
END STA 69+68.31, 22.69'LT | | \\
CURB & GUTTER, 21 LF
MATCH EXISTING i | 1/7% HOT MIX ASPHALT (PATCHING)(ASPHALT) LEGEND
| | z ADJUST CURB RAMP LANDING TO BE ASPHALT PATCHING
| \ ™ LESS THAN OR EQUAL TO 2%
| \ CROSS SLOPE AND RUNNING SLOPE,
| | \\ CONCRETE CURB RAMP, 2 SY - CONCRETE  PAVEMENT (6")
: | \ ROCK MULCH (WEED FREE)
; I \
- DETECTABLE WARNINGS
:_+_7z
&—
o' 25' 50 100
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il

Know what's helow.
Gall before you dig.
BEGIN STA 76+12.41, 41.16'LT
END STA 76+17.65, 33.99'LT
CURB & GUTTER, 9 LF
MATCH EXISTING
CURB RAMP (SPECIAL), 14 SY
CURB RAMP (SPECIAL), 21 SY DETECTABLE WARNINGS, 12 SF
DETECTABLE WARNINGS, 12 SF
SSNSTIESSLIT g wory
BEGIN STA 75+50.43, 15.19'LT .78, 26. BEGIN CENTER LINE (DBL
END STA 75+59.91, 16.45'LT CONCRETE SIDEWALK, 3 SY SOLID YELLOW 4-IN), 180 LF
CONCRETE SIDEWALK, 4 SY CURB & GUTTER, 5 LF MATCH EXISTING
CURB & GUTTER, 7 LF MATCH EXISTING
MATCH EXISTING
2 2 2 2
i END STA 73+90.83, 15.67'LT ﬁ ',l ,°3
CONCRETE SIDEWALK, 28 SY
CURB & GUTTER, 43 LF
ol MATCH EXISTING ] o
i o | SEE CURB RAMP E
~ DETAIL 19 ~
z2l--——r -4+ - i TAPER 15:] - — -t ——— B 4
3 _\—HCL SH 115 SH 115 =
ADJUST VALVE BOX
X CONCRETE PAVEMENT (8 INCH) I
8 (CROSS PAN), 2 SY S 2
< | R=16' <
= - - - - - - -— - - \ —STA 77+24.34, 10.97'RT - =
| BEGIN CENTER LINE (DBL
CONCRETE PAVEMENT (8 INCH) : SOLID YELLOW 4-IN), 370 LF
(CROSS PAN), 8 SY = MATCH EXISTING
I
CONCRETE CURB RAMP, 31 SY O
CONCRETE SIDEWALK, 6 SY
LEGEND BEGIN STA 76+68.88, 52.33'RT SEE CURB RAMP MATCH EXISTING
— END STA 76+68.88, 58.56'RT DETAIL 20
CURB & GUTTER, 7 LF CONCRETE CURB RAMP, 15 SY
ASPHALT PATCHING MATCH EXISTING " J
| S | CONCRETE SIDEWALK, 4 SY
< MATCH EXISTING
CONCRETE PAVEMENT (6") I |
>—
o
ROCK MULCH (WEED FREE) &
m
_
- DETECTABLE WARNINGS g
:_+_7z
&—
o' 25' 50 100

CENTER LINES
(DBL SOLID YELLOW, 4-IN)
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CURB RAMP (SPECIAL), 4 SY

BEGIN STA 79+45.15, 28.33'LT
DETECTABLE WARNINGS, 12 SF

CONCRETE PAVEMENT, 19 SY

a1

v BEGIN STA 79+39.07, 13.72'LT CONCRETE PAVEMENT, 20 SY
CURB & GUTTER, 42 LF
Know what's below. ’ CONCRETE PAVEMENT, 22 SY
callhefomyoudig. MATCH EXISTING ’

END STA 79+81.01, 13.30'LT
CURB & GUTTER, 42 LF
MATCH EXISTING

CONCRETE SIDEWALK, 14 SY

wi1-2
CURB RAMP_ (SPECIAL), 4 SY ra
DETECTABLE WARNINGS, 12 SF
- W16-7pL
CONCRETE SIDEWALK, 13 SY NEW SION
o CONCRETE PAVEMENT, 14 S (15A-B)
S END STA 80+00.00, 28.33'LT
N CONCRETE PAVEMENT, 19 SY
I\c‘}‘ MATCH EXISTING |
< STA 81+71.84, 0.00'LT
< CROSSWALK LINES

(SOLID WHITE,
6-FT X 24-IN)

STA 79+04.38, 0.07'RT
BEGIN LANE LINES (SOLID WHITE, 8-IN), 188 LF

BEGIN STA 81+78.95, 3.90'LT
LANE LINES (SOLID WHITE, 8-IN), 134 LF

BEGIN STA 82+00.35, 18.17'LT
END STA 82+25.96,18.08'LT
CONCRETE SIDEWALK, 17 SY
CURB & GUTTER, 26 LF

MATCH EXISTING

CURB RAMP (SPECIAL), 8 SY
DETECTABLE WARNINGS, 12 SF

TIE-IN WITH AGGREGATE BASE
COURSE (CLASS 6), 11 SY

CONCRETE PAVEMENT, 20 SY
CURB AND GUTTER, 30 LF

DETECTABLE WARNINGS,

CURB RAMP (SPECIAL), 8 SY

12 SF

BEGIN STA 82+71.93, 19.09'LT
CONCRETE SIDEWALK, 46 SY
CURB & GUTTER, 146 LF

STA 79+04.38, 0.07'RT
END CENTER LINES (DBL
SOLID YELLOW 4-IN), 180 LF
(@]
..... g
o
END STA 80+92.46, 2.71'LT w
LANE LINES (SOLID WHITE, 8-IN), 188 LF — T -1 7L_
wii-2 I—I-——_j ER 2 §
END STA 80+92.85, 9.28'RT -
AHEAD CENTER LINES (DBL SOLID YELLOW 4-IN), 370 LF SEE CLRE RAMP IS 5
W16-9p BEGIN STA 80+94.62, 23.80'RT T =
NEW SIGN END STA 80+98.31, 24.54'RT STA 83+07.00, 0.00'LT >3
(14A-B) CONCRETE SIDEWALK, 3 SY PAVEMENT MARKINGS
CURB & GUTTER, 5 LF (WORD & SYMBOL)
MATCH EXISTING - -— e
CONCRETE CURB RAMP, 25 SY END STA B2 70 L]
- H
CONCRETE PAVEMENT (8 INCH) gg"f_DF WHITE, 8-IN),
(CROSS PAN), 27 SY
BEGIN STA 81+13.03, 53.67'RT PAVENENT VARKINGS
END STA 81+13.69, 45.70' RT (WORD & SyMBOL)
CONCRETE SIDEWALK, 3 SY LEGEND
CURB & GUTTER, 9 LF
STA 83+12.96, 6.52'RT
MATCH EXISTING Q\/\/ BEGIN CENTER LINES (DBL ASPHALT PATCHING
CONCRETE PAVEMENT (8 INCH) 2 SOLID YELLOW 4-IN), 63 LF
(CROSS PAN), 5 SY STA 81+78.63, 8.10'RT - CONCRETE PAVEMENT (6')
BEGIN CENTER LINES (DBL
SOLID YELLOW 4-IN), 315 LF
CONCRETE CURB RAMP, 19 SY ROCK MULCH (WEED FREE)
CONCRETE CURB RAMP, 17 SY
CONCRETE SIDEWALK, 3 SY
CURB & GUTTER, 6 LF Wil-2 DETECTABLE WARNINGS
> W16-7pL
NEW SIGN
o 25 50" 100" (16A-B)
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81!

Know what's below.
Gall before you dig.
END STA 84+17.72,15.26'LT
CONCRETE SIDEWALK, 9 SY
CURB & GUTTER, 146 LF
CURB RAMP (SPECIAL), 6 SY
DETECTABLE WARNINGS, 12 SF
HOT MIX ASPHALT
(PATCHING) (ASPHALT)
Wite2 CONCRETE PAVEMENT, 16 SY
CURB & GUTTER, 24 LF
AHEAD CURB RAMP (SPECIAL), 15 SY
W16-9p DETECTABLE WARNINGS, 12 SF
NE(YVBAfEIgN BEGIN STA 84+62.65, 12.75'LT
CONCRETE SIDEWALK, 19 SY 5
CURB & GUTTER, 30 LF o
o o o o o oo
? SEE CURB ? ? ? ? e
< RAMP To) © ~ o] o o]=]
0 DETAIL 24 00 00 (') 00 00 &
- = - - — | _ ]
65 _ _END STA 84+93.15, 13.70' LT~ - = - - -~ -
8 B "_j_f - ﬂ - - CONCRETE SIDEWALK, 19 SY
Ik Y P e e o _I__L_I 7 - CURB & GUTTER, 30 LF
© ' = V7T TS MATCH EX BRIDGE SIDEWALK ROCK MULCH. 181 SF
o= = © | ROCK MULCH, 77 SF '
w & Y SH 115
E ___l.____|____l____l___L___I.____l____l_ __l___L___I____l____ [ DN i — _l___+___l____{
J 1 T T _/?Q_
T 205 8419252, 280°RT \—peL sH s | A0 END STA 87495.87, 12.44'RT
09 STA 84405.00 END CENTER LINES R CURB & GUTTER, 37 LF
e END CONCRETE SIDEWALK (SPECIAL) ggLLED'ﬁg JELLOW, 4-IN) | MATCH EXISTING
s AS DIRECTED BY FIELD ENGINEER, 44 SY , |
BEGIN CONCRETE SIDEWALK, 9 SY MATCH EXISTING | ——
_ - -— - “\]_CONCRETE SIDEWALK, 16 SY
- T / CONCRETE SIDEWALK, 7 SY " SEE CURB RAMP T T MATCH EXISTING
STA 84+75.25, 2.65'LT / MATCH EX BRIDGE SIDEWALK DETAIL 25 I
END CENTER LINES [
CONCRETE CURB RAMP, 6 SY
(DBL SOLID YELLOW, 4-IN), 63 LF / CONCRETE CURB RAMP, 18 SY ’
BEGIN CENTER LINES /
(DBL SOLID YELLOW, 4-IN), 118 LF Y, BEGIN STA 87467.03, 25.87'RT
CURB & GUTTER, 37 LF
CENTER LINES /
(DBL SOLID YELLOW, 4-IN) , | — |
wn I
|
STA 83+39.73,18.75'LT LEGEND L
END CONCRETE SIDEWALK, 46 SY =
BEGIN CONCRETE SIDEWALK (SPECIAL) ASPHALT PATCHING =
AS DIRECTED BY FIELD ENGINEER, 44 SY >
- CONCRETE PAVEMENT (6")
ROCK MULCH (WEED FREE)
NOTES:
DETECTABLE WARNINGS 1. AT THE DIRECTION OF THE FIELD ENGINEER, AREAS
> DENDTED AS CONCRETE SIDEWALK (SPECIAL) WILL HAVE A
THICKENED EDGE TO ACCOUNT FOR DROPOFF INTO THE
EXISTING LOW AREA BEHIND PROPOSED SIDEWALK.
o 25! 50' 100"
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Know what's helow.
I before you dig.

5390

o
SN
sl
5|8
= Lﬁ) EXISTING
T GROUND
S
5380
5370
5360
100+00 1014+00

V.C. =50.00'
K = 69.82
e = 0.04
SSD = 329
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102400

102+50.00
5375.43'

EL.=5376.61"

VPC

Symmetric Parabola

EL.

5371.06'
5369.02!

EL.

VPT=103+50.00
EL.

VPI=104+00.00

5367.98'

VPI=104+25.00

EL.

/
A
>
N

5373.09'
w
&%)

103+00.00
Qo
e

VPI
EL.

C) -
%
o | =
w0~
+ | ©
g )
0
T
— —
o
|

o' 50!

MATCHLINE 106+00

106+00

10'
5390

5I

OI

100!
5380
5370
5360
107+00

Print Date: 11/19/2020

File Name: 22445DES_Prof_0l.dgn

Sheet Revisions

Horiz. Scale: 1:50 Vert. Scale:

Date:

Comments

Init.

Unit Information Unit Leader

PAN LINE PROFILE

Project No./Code

CCHurler 11:14:48 AM pw:\\wils-pw.bentley.com:wils—pw\Documents\8100-TRN\City of Canon City\19-100-034-00\22445\Design\Drawings\22445DES_Prof_0l.dgn

W'lsom 5755 Mark Dabling Blvd.b ISuite 220

Colorado Springs, CO 80919

&COMPANY  Phone: 719-520-5800 FAX: 719-520-0108

0000

No Revisions: Project # 22445

Revised: Designer: CCH |structure Bid # 25-21
Detailer: TAH |Numbers

Void: Sheet Number 37

Sheet Subset: PROFILE | Subset Sheets: 1




CCHurler 11:14:57 AM pw:\\wils—pw.bentley.com:wils-pw\Documents\8100-TRN\City of Canon City\19-100-034-00\22445\Design\Drawings\22445DES_Prof_02.dgn

a1t

Know what's helow.
I before you dig.

5370

VPI=106+50.00
EL.=5361.20'

5360

CL BRIDGE ST

MATCHLINE 106+00

5350

5340
106400

107400

PROPOSED
GRADE

VPI=109+50.00
EL.=5352.36'

EXISTING
GROUND

VPC=110+25.00

MDS

108+00 109+00 110+00

V.C. =
K =
e =

SSD

o 50"

50.00!
95.98
0.03'

426

VPI=110+50.00
EL.=5349.81"

VPRC=110+75.00
EL.=5349.02'

S
<
o
[Ye]
g
[T
I
5
)

V.C. = 50.00'

K = 81.72

e = -0.04'

SSD_= 1789

= Symmetric Parabola

VPI=111+00.00
EL.=5348.23'

111400

VPT=111+25.00
EL.=5347.57"

MDS = Symmetric Parabola
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EL.=5344.26'

10!
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5370
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R
+
N
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Know what's below.
I before you dig.
5|
5350 5350
2| m
5 | o ol.
S|« o|g -
T« S =
28 7|3
|5 =5 SSD = 1756'
[ LA
g o Symmetric Parabola o'
o' 50' 100!
O -
Q%
Q™
?ls V.C. = 100.00'
21 m K = 282.04
NS e = 0.04'
PROPOSED ol 5 SSD = 1091 _
GRADE g |d — . >
5340 > MDS Symmetric Parabola 5340
o) 3| a
5|
'; o el o
[SHES (™
N > |~ Rl
- a3l " EXISTING =3
;,"j <+ © GROUND ) L o2
u Z|a L =
4 | w
= g = . u
I > (] IsH =t ISHET —
o : 3|5 2|8 -
V.C. = 100.00' | © RN
! K'= 147,95 5 AR LR et
e = -0.08' ﬂ‘ T T <
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5|3 SR S
T e 3
ald @ |
> | W o | W
>
g -
V.C. = 100.00' 3IR
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10'

Know what's below.
Gall before you dig.
5I
5340 5340
o V.C. = 100.00"
K = 282.04
e = 0.04
al sSD = 1091 o
- MDS = Symmetfic Parabola
w " o] 50" 100"
z o V.C. = 100.00" V-C. = 200.00"
= S| o K = 85.03 K = 698.92
I 31T e = 0.15' e = 0.07'
O 213 SSD = 386' SSD = 2556'
'2 f $ MDS = Symmetric Parabola MDS = Symmetric Parabola
= A
5330 = 5330
ol o o o V.C. = 50.00'
S| 3|3 2l ol K - 56.83
S |lm o5 [l g™ LA Ase
F |l | Lo Flo e = 0.05 o
|8 Q11 5B M SSD = 280"
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S| & o | gle vl gS|¥ K 3 2@ ]
g9 2515 = vle Fle F|E &S e T
213 : NV I8 I &8 B ~ |3 o
g g
= PROPOSED 5| gld g|d T|d g|d | <
5320 - -1.33y GRADE - 5320
o | _
Olw
o [(e)
7 § EXISTING -0.95% -0.50%
A GROUND DN U904
o ja
| 7 N -0.40%
o | 2 S DN YA
> | W ﬂ L N
>
3| a §‘ IR
gs|a il el
F| @ V.C. = 50.00' 2‘ e
g M K = 62.56 2 S
il B e = -0.05' ' o
vl SSD = 1375 |
>
5310 MDS = Symmetric Parabola 5310
119+00 120400 121400 122+00 123+00 124+00 125+00 126+00
P'rint Date: 11/19/2020 Sheet Revisions Project No./Code
File Name: 22445DES_Prof_04.dgn Date: Comments Init. PAN LINE PROFILE -
Horiz. Scale: 1:50 Vert. Scale: lamD ) No Revisions: Project # 22445
Unit Information Unit Leader o) Revised: Designer: CCH |Structure Bid # 25-21
WILSON (SDZI?:SQygrgpf')iﬂzﬁsr:gcghgjdblsgite 220 (e ) — Detailer: TAH [Numbers Sheet Number 40
&COMPANY  Phone: 719-520-5800 F AxX: 719-520-0108 ([ann) Void: Sheet Subset: PROFILE | Subset Sheets: 4  of 5




CCHurler 11:15:23 AM pw:\\wils-pw.bentley.com:wils-pw\Documents\8100-TRN\City of Canon City\19-100-034-00\22445\Design\Drawings\22445DES_Prof_05.dgn
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Know what's below.
I before you dig.
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e = -0.03 e = 0.06' MDS = Symmetric Parabolq
~ SSD = 2181 SSD = 253
-l
w MDS|= Symmetric Parabola MDS = Symmetric Parabola
-4 o o 8 _ ™~
— Q o o WIN Qo > | 0 QN
= QI ~ SN = SEES Nl | o N 2™ o | o
x 210 S| sl 2le 29 £ Pl
2 1k S 1k 518818 28 8|3
< N0 o | o ~ | B N R T nEEA
s o L i ol 2ld ol oo
g oo 2l > > > >
5320 = > - 5320
o o -
8le 8le 8- 5|5 S| A
ol w|lo ofo oo Q| N @ B |
72 g 2|9 I 20 R |2
» ~— -— o) ~—
Sl S8 8|8 219 18 T T
N I L 0 L i L i L ol |
. PROPOSED oo o o o |
0.404/\ A GRADE % S| % [ S S| > >
S -0.91%
sl S \\ -0.84Y
SN 5 = EXISTING 0.08% 0.08%
[Te} Yo R S B /1
S 5 IR GROUND T S—, i 5
© 5 © | =5 <
Nl ﬁ Lol )
AL | =
O [l | 0!
a | o | w _,‘
5310 > = o 5310
126+00 127400 128+00 129400 130+00 131400 132400 133+00
File Name: 22445DES_Prof_05.dgn Date: Comments Init. — PAN LINE PROFILE -
Horiz. Scale: 1:50 Vert. Scale: lamD ) No Revisions: Project # 22445
Unit Information Unit Leader o) Revised: Designer: CCH |Structure Bid # 25-21
i vd., Sui lare Numb
WILSON o bl B g e 220 (e ) — Detailer: TAH [Numbers Sheet Number 41
&COMPANY  Phone: 719-526-5800 F AX: 719-520-0108 (e ) Void: Sheet Subset: PROFILE | Subset Sheets: 5  of 5 u




CCHurler 11:15:32 AM pw:\\wils-pw.bentley.com:wils-pw\Documents\8100-TRN\City of Canon City\19-100-034-00\22445\Design\Drawings\22445DES_Detail _CR_01.dgn

8;1 0

Know what's below.
Gall before you dig.
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Short Street NE Corner
PointID | Station Offset | Elevation [Description
1 50+55.28 | 42.28 RT 5396.40 |Flow Line
2 50+55.28 36.28 RT 5396.24 |Flow Line
3 50+55.28 32.18 RT 5396.07 |Flow Line PC
4 50+55.78 | 42.28 RT 5396.38 |Curb Back
5 50+55.78 36.28 RT 5396.74 |Curb Back
6 50+55.78 32.18 RT 5396.57 |Curb Back PC
7 50+60.78 | 42.28 RT 5396.46 |Curb Ramp
8 50+60.78 36.28 RT 5396.82 |Curb Ramp
9 50+60.78 32.18 RT 5396.65 |Sidewalk PC
10 50+67.28 | 25.68 RT 5395.86 |Sidewalk PT
11 50+67.28 20.68 RT 5395.78 |Curb Back PT
12 50+67.28 20.18 RT 5395.28 |Flow Line PT
13 50+74.26 | 20.68 RT 5395.32 |Ex. Curb Back
14 50+74.26 20.18 RT 5394.89 |Ex. Flow Line
15 50+74.47 24.68 RT 5395.39 |Ex. Sidewalk
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ROCK MULCH (WEED FREE) DETECTABLE WARNINGS SH 115 DETECTABLE WARNINGS —ROCK MULCH (WEED FREE)
Woodshed Stove Shop Driveway SW Corner Woodshed Stove Shop Driveway NW Corner
Point ID | Station Offset | Elevation |Description PointID | Station Offset | Elevation |Description

1 54+02.39 22.88 LT 5377.23 |[Flow Line 20 54+76.08 31.64LT 5374.03 |Ex. Flow Line PC

2 54+02.39 23.38 LT 5377.73 |Curb Back 21 54+76.24 | 31.14LT 5373.83 |Flow Line

3 54+02.40 29.38 LT 5377.82 |[Sidewalk 22 54+76.58 5374.47 5374.33 |Ex. Curb Back PC

4 54+14.40 24.87 LT 5376.76 |Curb Back 23 54+76.78 31.13LT 5373.83 |Curb Back

5 54+14.40 25.37LT 5376.76 |Curb Ramp 24 54+81.10 25.11LT 5373.94 |Flow Line

6 54+14.41 31.37LT 5376.85 [Curb Ramp 25 54+82.02 25.11LT 5373.94 |Curb Back

7 54+14.41 31.87LT 5376.85 |Curb Back 26 54+82.04 | 31.11LT 5374.03 |Curb Ramp NOTES:

8 54+19.91 22.86 LT 5376.39 [Flow Line PC 27 54+82.90 24.61LT 5374.44 |Curb Back -

9 54+19.91 23.36 LT 5376.89 |Curb Back PC 28 54+88.01 24.58 LT 5374.00 |Curb Back 1. DETECTABLE WARNINGS AT DRIVEWAYS ARE ONLY

10 | 5442559 | 24.8517 | 5376.30 |curb Back 29 | 54+88.02 | 25.08L7 | 5374.00 [CurbRamp IN BID SCHEDULE B.

11 54+26.40 25.35LT 5375.80 |Curb Back 30 54+88.04 | 31.08LT 5374.09 |Curb Ramp

12 54+26.41 31.35LT 5375.89 [Curb Ramp 31 54+88.04 | 31.58LT 5374.09 |Curb Back

13 54+427.25 25.35LT 5375.80 |[Flow Line 32 54+89.08 22.58 LT 5373.21 |Flow Line PT

14 54+30.88 31.34LT 5375.85 |Curb Back 33 54+89.08 23.08 LT 5373.71 |Curb Back PT

15 54+31.03 31.84LT 5376.31 |Ex. Curb Back PT 34 55+00.00 22.53 LT 5372.74 |Flow Line

16 54+31.40 31.34LT 5375.85 |[Flow Line 35 55+00.01 23.03LT 5373.24 |Curb Back

17 54+31.43 34.55LT 5375.87 |Ex. Flow Line PT 36 55+00.03 29.03LT 5373.33 |Sidewalk
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Burger World Driveway NW Corner
PointID | Station Offset | Elevation |Description
8 55+95.78 32.60 LT 5369.18 |Ex. Driveway
9 55+95.73 22.10LT 5368.78 |Flow Line
10 55+95.73 22.60LT 5368.78 [Curb Back
Burger World Driveway SW Corner 11 55+95.76 28.60 LT 5368.87 [Curb Ramp
PointID | Station Offset | Elevation |Description 12 56+01.73 | 22.08LT | 5368.53 |Flow Line
1 55+50.73 | 22.30LT 5370.61 |Flow Line 13 56+01.73 | 22.58 LT 5369.03 [Curb Back
2 55+50.73 | 22.80LT | 5371.11 |Curb Back 14 56+01.76 | 28.58LT | 5369.12 |CurbRamp
3 55+50.76 | 28.80LT | 5371.20 [Curb Ramp 15 56+12.67 | 22.03LT | 5368.08 |Flow Line NOTES:
4 55+65.73 | 22.241T | 5370.00 |[Flow Line 16 | 56+12.68 | 22.531T | 5368.58 |Curb Back 1. DETECTABLE WARNINGS AT DRIVEWAYS ARE ONLY
5 55+65.73 | 22.74LT | 5370.00 [Curb Back 17 56+12.70 | 28.53LT | 5368.67 [Curb Ramp IN BID SCHEDULE B.
6 55+65.76 | 28.74LT 5370.09 |[Curb Ramp 15 56+18.67 | 22.00LT 5367.83 |[Flow Line
7 55+65.78 | 32.74LT 5370.36 |Ex. Driveway 16 56+18.68 | 22.50LT 5368.33 [Curb Back
17 56+18.70 27.50 LT 5368.41 |[Sidewalk
18 56+30.67 21.95LT 5367.42 |Flow Line
19 56+30.68 22.45LT 5367.92 |[Curb Back
20 56+30.70 27.45LT 5368.00 |[Sidewalk
21 56+36.67 21.92LT 5367.22 |Flow Line
22 56+36.68 2242 LT 5367.72 |Curb Back
23 56+36.70 28.42 LT 5367.81 |Sidewalk
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ROCK MULCH (WEED FREE)
Bridge Street SW Corner Temporary Easement Points Bridge Street NW Corner
Point ID Station Offset Elevation |Description Point ID Northing Easting Point ID Station Offset Elevation |Description

1 58+29.98 21.05LT 5361.45 |Flow Line 104 77531.622 218475.363 19 58+93.60 35.50 LT 5359.68 |Ex. Flow Line

2 58+29.98 21.55LT 5361.95 |Curb Back 105 77526.622 218475.323 20 58+94.10 35.53LT 5359.95 |Ex. Curb Back

3 58+30.00 27.55LT 5362.04 |Sidewalk 106 77526.502 218490.323 21 58+95.39 29.25LT 5359.47 |Flow Line

4 58+39.98 23.01LT 5361.58 |Curb Back 107 77531.508 218490.364 22 58+95.70 29.74 LT 5359.97 |Curb Back

5 58+39.99 23.51LT 5361.58 |Curb Ramp 23 58+95.96 29.24 LT 5359.47 |Curb Back

6 58+40.01 | 29.51LT 5361.67 |Curb Ramp 24 59+00.92 | 23.23LT 5359.38 |Flow Line

7 58+40.02 | 30.01LT 5361.67 |Curb Back 25 59+01.89 | 23.22LT 5359.38 |Curb Back

8 58+47.36 | 20.98 LT 5360.93 |Flow Line PC 26 59+01.91 | 29.22LT 5359.47 |Curb Ramp

9 58+47.36 21.48 LT 5361.43 |Curb Back PC 27 59+02.85 22.72 LT 5359.88 |Curb Back

10 58+54.02 22.95LT 5361.03 |Curb Back 28 59+07.89 22.70 LT 5359.56 |Curb Back

11 58+54.99 | 23.44LT 5360.53 |Curb Back 29 59+07.89 | 23.20LT 5359.56 |Curb Ramp

12 58+55.01 | 29.44LT 5360.62 |Curb Ramp 30 59+07.91 | 29.20LT 5359.65 |Curb Ramp

13 58+55.96 | 23.44LT 5360.53 |Flow Line 31 59+07.91 | 29.70LT 5359.65 |Curb Back

14 58+60.96 | 29.42 LT 5360.59 |Curb Back 32 59+09.50 | 20.70LT 5359.10 |Flow Line PT

15 58+61.23 | 29.92LT 5361.09 |Curb Back 33 59+09.50 | 21.20LT 5359.60 |Curb Back PT

16 58+61.53 | 29.41LT 5360.59 |Flow Line 34 59+17.88 | 20.67LT 5358.85 |Flow Line

17 58+62.92 | 36.44LT 5361.00 |Ex. Curb Back 35 59+17.89 | 21.17LT 5359.35 |Curb Back

18 58+63.42 | 36.43LT 5360.63 |Ex. Flow Line 36 59+17.91 | 27.17LT 5359.44 |Sidewalk
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Myrtle Avenue NW Corner Temporary Easement Points
PointID | Station Offset Elevation |Description Point ID Northing Easting
Myrtle Avenue SW Corner 19 62+31.57 | 35.64LT 5350.62 |[Ex. Flow Line 108 77528.112 218886.350
PointID | Station Offset | Elevation |Description 20 62+32.02 | 33.00LT 5150.53 |[Flow Line 109 77523.112 218886.308
1 61+79.80 19.78 LT 5351.28 |Flow Line PC 21 62+32.07 35.68 LT 5351.01 |Ex. Curb Back 110 77523.029 218896.308
2 61+79.80 20.28 LT 5351.78 |Curb Back PC 22 62+32.41 33.50LT 5151.03 |Curb Back 111 77528.029 218896.349
3 61+79.82 26.28 LT 5351.87 |Curb Ramp PC 23 62+32.54 33.00LT 5150.53 |Curb Back
4 61+79.82 26.78 LT 5351.87 |Curb Back PC 24 62+35.42 27.00 LT 5150.44 |[Flow Line
5 61+86.34 30.11LT 5351.84 |Curb Back 25 62+36.13 27.00 LT 5150.44 |Curb Back
6 61+86.75 29.81LT 5351.34 |Landing 26 62+36.13 33.00LT 5150.53 |Curb Ramp
7 61+87.87 34.73 LT 5351.79 |Curb Back 27 62+36.67 26.50 LT 5150.94 |Curb Back
8 61+88.33 34.19LT 5351.29 |Landing PT 28 62+41.83 23.19LT 5349.57 |Ex. Curb Back
9 61+91.61 26.30 LT 5351.25 |Curb Back 29 62+41.96 23.67 LT 5350.14 |Ex. Flow Line
10 61+92.02 26.01LT 5351.25 |Flow Line 30 62+42.13 26.50 LT 5150.56 |Curb Back
11 61+94.32 33.77LT 5351.20 |Curb Back 31 62+42.13 27.00LT 5150.56 [Curb Ramp
12 61+94.34 | 34.27LT 5351.70 |Curb Back 32 62+42.13 | 33.00LT 5150.65 [Curb Ramp
13 61+94.82 33.74 LT 5351.20 |Flow Line 33 62+42.13 33.50LT 5150.65 |Curb Back
14 61+94.84 34.24 LT 5351.20 |Ex. Flow Line PT 34 62+56.13 27.00LT 5149.47 |Sidewalk
35 62+56.13 | 33.00LT 5149.56 |[Sidewalk
36 62+62.64 | 27.00LT 5149.43 |[Sidewalk
37 62+64.60 33.00LT 5149.52 |[Sidewalk
38 62+72.39 19.32LT 5348.74 |Ex. Flow Line
39 62+72.40 19.82 LT 5349.11 |Ex. Curb Back
40 62+74.38 | 25.82LT 5349.20 |[Sidewalk
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Point ID Station Offset | Elevation |Description Point ID Station Offset | Elevation |Description
1 61+77.23 | 29.81RT | 5351.50 |Ex.Sidewalk 18 62+31.30 | 35.58RT | 5350.62 |Flow Line PC
2 61+77.23 | 25.92RT | 5351.45 |Ex.Sidewalk 19 62+31.80 | 35.58RT | 5350.62 |Curb Back PC
3 61+78.31 | 20.90RT | 5351.89 |Ex.Curb Back PC 20 62+32.04 | 30.93RT | 5350.18 |Flow Line
4 61+78.31 | 20.40RT | 5351.53 |Ex. Flow Line PC 21 62+32.41 | 31.43RT | 5350.68 |Curb Back
5 61+83.23 | 31.37RT | 5351.42 |Curb Back 22 62+32.57 | 30.93RT | 5350.18 |Curb Back
6 61+83.23 | 30.87RT | 5351.42 |Curb Ramp 23 62+34.83 | 25.93RT | 5350.10 |Flow Line
7 61+83.23 | 25.87RT | 5351.34 |Curb Ramp 24 62+35.48 | 30.93RT | 5350.18 |Curb Ramp
8 61+83.23 | 25.37RT | 5351.34 |Curb Back 25 62+35.49 | 25.93RT | 5350.10 |Curb Back
9 61+88.78 | 25.38RT | 5351.54 |Curb Back 26 62+35.96 | 25.43RT | 5350.60 |Curb Back
10 61+89.23 | 30.88RT | 5351.12 |Curb Ramp 27 62+41.48 | 31.44RT | 5350.21 |Curb Back
11 61+89.23 | 25.88RT | 5351.04 |Curb Back 28 62+41.48 | 30.94RT | 5350.21 |Curb Ramp
12 61+89.89 | 25.88RT 5351.04 |[Flow Line 29 62+41.49 | 25.94RT 5350.13 |Curb Ramp
13 61+492.07 | 30.88RT 5351.11 |Curb Back 30 62+41.49 | 25.44RT 5350.13 |Curb Back
14 61+92.23 | 31.38RT | 5351.61 |[Curb Back 31 62+46.31 | 21.10RT | 5349.91 |Ex. Curb Back PT
15 61+92.60 | 30.88RT | 5351.11 [Flow Line 32 62+46.31 | 20.60RT | 5349.42 |Ex.Flow Line PT
16 61+92.80 | 35.41RT | 5351.17 |CurbBack PT 33 62+57.48 | 30.27RT | 5349.20 |Ex.Sidewalk
17 61+93.30 | 35.41RT | 5351.17 |Flow Line PT 34 62+57.60 | 26.31RT | 5349.24 |Ex.Sidewalk
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1021 S 9th Street Driveway S Corner 1021 S 9th Street Driveway N Corner 1005 S 9th Street Driveway S Corner 1005 S 9th Street Driveway N Corner
PointID | Station Offset | Elevation |Description PointID | Station Offset | Elevation [Description PointID | Station Offset | Elevation |Description PointID | Station Offset | Elevation |Description
1 63+46.41 | 19.07 LT 5346.68 [Flow Line 8 63+73.41 | 18.98LT 5346.11 [Ex. Driveway 15 63+83.11 | 18.78'LT | 5345.70 |Flow Line 21 64+28.11 | 18.63'LT | 5344.51 |Flow Line
2 63+46.41 19.57 LT 5347.18 |Curb Back 9 63+73.41 19.48 LT 5345.96 |[Flow Line 16 63+83.11 | 19.28'LT 5346.20 |Curb Back 22 64+28.11 | 19.13'LT 5344.51 |Curb Back
3 63+46.43 25.57 LT 5347.27 [Curb Ramp 10 63+73.43 25.48 LT 5345.96 [Curb Back 17 63+83.13 | 25.28'LT 5346.29 [Curb Ramp 23 64+28.13 | 25.13'LT 5344.60 [Curb Ramp
4 63+61.41 19.02 LT 5346.28 |[Flow Line 11 63+73.45 31.48 LT 5346.05 [Curb Ramp 18 63+98.11 | 18.73'LT 5345.31 [Flow Line 24 64+38.11 | 18.59'LT 5344.25 |[Flow Line
5 63+61.41 19.52 LT 5346.28 |Curb Back 12 63+79.41 18.96 LT 5345.80 [Flow Line 19 63+98.11 | 19.23'LT 5345.31 |Curb Back 25 64+38.11 | 19.09'LT 5344.75 |[Curb Back
6 63+61.43 25.52 LT 5346.37 [Curb Ramp 13 63+79.41 19.46 LT 5346.30 [Curb Back 20 63+498.13 | 25.23'LT 5345.40 [Curb Ramp 26 64438.13 | 25.09'LT 5344.84 [Curb Ramp
7 63+61.45 31.52LT 5346.68 |Ex. Driveway 14 63+79.43 25.46 LT 5346.39 [Curb Ramp
NOTES:
1. DETECTABLE WARNINGS AT DRIVEWAYS ARE ONLY
IN BID SCHEDULE B.
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Know what's below.
Gall before you dig.
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DETECTABLE WARNINGS
(SEE NOTE 1)

RESET GROUND SIGN (8A-C)

1
TOE OF FILL (TYP)

EXISTING SIGN
| PROTECT IN PLACE
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USSIE AVE

10 20"

&COMPANY  Phone: 719-520-5800 FAX: 719-520-0108

Sheet Subset: DETAIL-CR
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SENAN W
JIE \ \ ;
. ! L e el
2 o l T =
N \
SH 115
13!
ROCK MULCH (WEED FREE)
Ussie Avenue SW Corner
PointID | Station Offset Elevation [Description
1 65+25.60 18.45LT 5341.70 |Flow Line
2 65+25.60 | 18.95LT 5342.20 [Curb Back
3 65+25.63 24.95 LT 5342.29 |[Curb Ramp
4 65+25.63 25.45LT 5342.29 |[Curb Ramp
5 65+38.57 22.41LT 5341.41 |Curb Back
6 65+38.57 22.91LT 5341.41 |Curb Ramp
7 65+38.59 | 28.91LT 5341.50 |[Curb Ramp m
8 65+38.59 | 29.411T | 5342.54 |Curb Back 1. DETECTABLE WARNINGS AT DRIVEWAYS ARE ONLY
9 65+43.16 18.39LT 5341.12 |Flow Line PC IN BID SCHEDULE B.
10 65+43.16 18.89 LT 5341.62 |Curb Back PC
11 65+52.98 22.36 LT 5340.86 |Curb Back
12 65+53.57 22.86 LT 5340.36 |Curb Back
13 65+53.59 28.86 LT 5340.45 |Curb Ramp
14 65+54.30 22.86 LT 5340.36 |[Flow Line
15 65+57.69 28.84 LT 5340.44 |Curb Back
16 65+57.87 29.34 LT 5340.94 |Curb Back
17 65+58.22 | 28.84LT 5340.44 |[Flow Line
18 65+58.71 | 34.65LT 5340.84 |Ex. Curb Back
19 65+59.21 34.65LT 5340.47 |Ex. Flow Line
Print Date: 11/19/2020 Sheet Revisions Project No./Code
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Know what's below.
Gall before you dig.
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DETECTABLE WARNINGS 17.9' 1
ROCK MULCH (WEED FREE)
SH 115 Ussie Avenue NW Corner

PointID | Station Offset | Elevation [Description
1 65+96.27 35.04LT 5340.28 |Ex. Flow Line
2 65+96.76 35.11LT 5340.68 |Ex. Curb Back
3 65+96.96 30.24 LT 5340.15 |Flow Line PC
4 65+97.25 28.77 LT 5340.10 |Flow Line
5 65+97.45 | 30.31LT 5340.65 |Curb Back PC
6 65+97.64 | 29.27LT 5340.60 |Curb Back
7 65+97.76 | 28.77LT 5340.10 |Curb Back
8 66+00.49 | 22.76 LT 5340.02 |Flow Line
9 66+01.19 | 22.76 LT 5340.02 |Curb Back
10 66+01.21 | 28.76 LT 5340.11 |Curb Ramp
11 66+01.71 | 22.26 LT 5340.52 |Curb Back
12 66+10.76 18.22 LT 5338.95 |Flow Line PT
13 66+10.76 18.72 LT 5339.45 |Curb Back PT
14 66+11.18 22,22 LT 5340.22 |Curb Back
15 66+11.18 22.72LT 5340.22 |Curb Ramp
16 66+11.21 28.72 LT 5340.31 |Curb Ramp
17 66+11.21 29.22 LT 5340.31 |Curb Back
18 66+12.11 39.66 LT 5340.39 |Ex. Sidewalk
19 66+15.89 38.37LT 5340.41 |Ex. Sidewalk
20 66+16.18 22.70 LT 5340.15 |Landing
21 66+16.21 28.70 LT 5340.24 |Landing
22 66+34.17 18.12 LT 5338.28 |Flow Line
23 66+34.17 18.62 LT 5338.78 |Curb Back
24 66+34.19 24.62 LT 5338.87 |Sidewalk

()
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10 20"
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Know what's below.
Gall before you dig.

Ussie Avenue SE Corner

Ussie Avenue NE Corner

PROTECT IN PLACE

Point ID | Station Offset | Elevation |Description Point ID | Station Offset | Elevation |Description
1 65+41.14 | 31.36RT | 5341.54 |Ex.Sidewalk 20 65+86.29 | 37.06 RT | 5340.30 |Flow Line PC
65+41.15 | 27.40RT | 5341.49 |Ex.Sidewalk 21 65+86.79 | 37.06 RT | 5340.80 |Curb Back PC
3 65+41.32 | 22.25RT | 5341.83 |Ex. Curb Back 22 65+86.92 | 32.79RT | 5339.97 |Flow Line
4 65+41.32 | 21.75RT | 5341.50 |Ex. Flow Line 23 65+87.30 | 33.29RT | 5340.47 |Curb Back
5 65+43.31 | 22.25RT | 5341.95 |Curb Back PC 24 65+87.44 | 32.79RT | 5339.97 |Curb Back
6 65+43.31 | 21.75RT | 5341.45 |Flow Line PC 25 65+89.51 | 27.79RT | 5339.90 |Flow Line
7 65+47.79 | 32.24RT | 5341.47 |Curb Back 26 65+90.15 | 32.79RT | 5339.98 |Curb Ramp
8 65+47.79 | 31.74RT | 5341.47 |CurbRamp 27 65+90.16 | 27.79RT | 5339.90 |Curb Back
9 65+47.80 | 26.74RT | 5341.39 |CurbRamp 28 65+90.59 | 27.29RT | 5340.4 |Curb Back
10 65+47.80 | 26.24RT | 5341.39 |Curb Back 29 65+96.15 | 33.30RT | 5340.01 |Curb Back
11 65+53.30 | 26.25RT | 5341.53 |Curb Back 30 65+96.15 | 32.80RT | 5340.01 |CurbRamp
12 65+53.79 | 31.75RT | 5341.11 |CurbRamp 31 65+96.16 | 27.80RT | 5339.93 |CurbRamp
13 65+53.80 | 26.75RT | 5341.03 |Curb Back 32 65+96.16 | 27.30RT | 5339.93 |Curb Back
14 65+54.48 | 26.75RT | 5341.03 |Flow Line PC 33 66+01.31 | 22.58 RT | 5339.96 |Ex.Curb Back PT
15 65+56.91 | 31.75RT | 5341.10 |Flow Line PC 34 66+01.31 | 22.08RT | 5339.56 |Ex. Flow Line PT
16 65+57.08 | 32.25RT | 5341.60 |Curb Back 35 66+05.59 | 31.79RT | 5339.29 |Ex.Sidewalk
17 65+57.44 | 31.75RT | 5341.10 |Curb Back 36 66+05.65 | 27.90RT | 5339.19 |Ex. Sidewalk
18 65+57.79 | 36.76RT | 5341.30 |Curb Back PT
19 65+58.29 | 36.77RT | 5340.80 |Flow Line PT
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! DETECTABLE N (SEE NOTE 1) TOE OF FILL (TYP)
/ WARNINGS _ EN -
\ (SEE NOTE 1) < © <~ | 14
Do S I\ ima__._._. J 2 g N S
© ;l gl 6.1% u\jj o
/ 15" | 12! ——6 —N
SH 115
Alley SW Corner Alley NW Corner
PointID | Station Offset Elevation |Description PointID | Station Offset Elevation |Description

1 67+36.64 17.71LT 5335.37 |[Flow Line 8 67+63.64 17.60 LT 5334.69 |Ex. Driveway

2 67+36.64 | 18.21LT | 5335.87 |Curb Back 9 67+63.64 | 18.10LT | 5334.64 |Flow Line NOTES:

3 67+36.66 24.21 LT 5335.96 [Curb Ramp 10 67+63.66 24.10 LT 5334.64 |Curb Back

4 67+51.64 | 17.65LT | 5334.96 |Flow Line 11 | 67+63.68 | 28.10LT | 5334.73 |CurbRamp Lo DEIECTASLE WARNINGS AT DRIVEWAYS ARE ONLY

5 67+51.64 | 18.15LT 5334.96 |Curb Back 12 67+69.64 | 17.58LT 5334.47 |[Flow Line

6 67+51.66 24.15LT 5335.05 [Curb Ramp 13 67+69.64 18.08 LT 5334.97 |Curb Back

7 67+51.68 28.15LT 5335.10 |Ex. Driveway 14 67+69.66 24.08 LT 5335.06 |Curb Ramp
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Know what's below.

Gall before you dig.

Prescott Avenue SE Corner

PointID | Station Offset | Elevation |Description
1 67+41.31 | 32.30RT 5335.51 |Ex. Sidewalk
2 67+41.32 28.56 RT 5335.41 |Ex. Sidewalk
3 67+42.55 | 23.01RT 5335.84 |Ex. Curb Back PC
4 67+42.55 22.51RT 5335.47 |Ex. Flow Line PC
5 67+46.31 | 33.95RT 5335.40 |[Curb Back
6 67+46.31 | 33.45RT 5335.40 [Curb Ramp
7 67+46.32 28.45RT 5335.32 |Curb Ramp
8 67+46.32 27.95RT 5335.32 |Curb Back
9 67+51.99 | 27.96 RT 5335.52 |Curb Back
10 67+52.31 | 33.46 RT 5335.10 [Curb Ramp
11 67+52.32 | 28.46RT 5335.02 [Curb Back
12 67+52.90 | 28.46RRT 5335.02 |Flow Line
13 67+53.99 | 33.46RT 5335.10 |[Curb Back
14 67+54.02 | 33.96RT 5335.60 |Curb Back
15 67+54.03 | 37.59RT 5335.65 |[Curb Back
16 67+54.04 | 34.52RT 5335.62 |Curb Back PT
17 67+54.49 | 33.46RT 5335.10 |Flow Line
18 67+54.53 | 37.59RT 5335.15 [Flow Line
19 67+54.54 | 34.52RT 5335.12 [Flow Line PT

4 PROTECT IN PLACE

/—PRDTECT IN PLACE

Prescott Avenue NE Corner

PointID | Station Offset | Elevation |Description

20 67+82.53 | 37.62RT 5334.30 |Flow Line PC

21 67+83.03 | 37.62RT 5334.80 |Curb Back PC

22 67+83.15 | 33.39RT 5334.22 |Flow Line PC

23 67+83.52 | 33.89RT 5334.72 |Curb Back

24 67+83.67 | 33.40RT 5334.22 |Curb Back

25 67+85.03 | 37.62RT 5334.18 |Ex. Conc. Pvt.

26 67+85.03 | 35.41RT 5334.14 |Ex. Conc. Pvt.

27 67+85.72 | 28.40RT 5334.15 |Flow Line

28 67+86.35 | 33.40RT 5334.23 |Curb Ramp

29 67+86.36 | 28.40RT 5334.15 |Curb Back

30 67+86.79 | 27.90RT 5334.65 |Curb Back

31 67+92.35 | 33.91RT 5334.35 |Curb Back

32 67+92.35 | 33.41RT 5334.35 |Curb Ramp

33 67+92.36 | 28.41RT 5334.27 |Curb Ramp

34 67+92.36 | 27.91RT 5334.27 |Curb Back

35 67+97.55 | 23.14RT 5334.27 |Ex. Curb Back PT

36 67+97.55 | 22.64RT 5333.91 |Ex. Flow Line PT

37 68+00.35 | 35.41RT 5333.91 |Ex. Conc. Pvt.

38 68+00.35 | 32.57RT 5333.91 |Ex. Sidewalk

39 68+00.36 | 28.52RT 5333.88 |Ex. Sldewalk
SH 115 40 | 68+00.36 | 23.15RT | 5334.20 |Ex. Asphalt Mat
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112 77590.201 219365.759 | '\ _Q — _Q .I | 116 77589.836 219409.806
113 77595.201 219365.800 I ~\ E _’ I 117 77594.836 219409.848
114 77595.118 219375.800 - 8 _’ 118 77594.712 219424.847
115 77590.118 219375.759 . L bF——TOE OF FILL (TYP) 119 77589.712 219424.806
' e I
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Know what's below.
Gall before you dig.
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EXISTING INLET
PROTECT IN PLACE

SH 115
Griffin Avenue SW Corner Griffin Avenue SW Corner Continued Griffin Avenue NW Corner Griffin Avenue NW Corner Continued
PointID | Station Offset Elevation |Description PointID | Station Offset Elevation |Description PointID | Station Offset Elevation |Description PointID | Station Offset Elevation |Description

1 68+96.81 17.06 LT 5331.21 |[Flow Line 14 69+02.89 37.04LT 5332.04 |Curb Back 26 69+51.06 37.55LT 5330.72 |Ex. Flow Line 41 69+65.95 37.05LT 5329.65 |[Curb Ramp

2 68+96.81 17.56 LT 5331.68 |Curb Back 15 69+03.31 17.04LT 5331.05 |Flow Line PC 27 69+51.07 37.05LT 5330.70 |Flow Line 42 69+65.95 37.55LT 5329.65 |[Curb Back

3 68+96.83 23.56 LT 5331.77 |Sidewalk 16 69+03.31 17.54 LT 5331.55 |Curb Back PC 28 69+51.21 32.57LT 5330.63 |Flow Line PC 43 69+68.31 22.69 LT 5328.75 |Ex. Flow Line

4 68+96.86 30.56 LT 5332.04 [Landing 17 69+17.72 29.98 LT 5331.56 |Curb Back 29 69+51.37 31.05LT 5330.61 |Flow Line 44 69+69.48 49.05LT |[No El. Data|Ex. Sidewalk

5 68+96.89 36.56 LT 5332.13 [Landing 18 69+17.76 36.48 LT 5331.15 |Curb Back 30 69+51.56 37.55LT 5331.20 |Curb Back 45 69+71.95 29.10LT 5329.65 |Sidewalk

6 68+96.91 42.56 LT 5331.36 |Ex. Sidewalk 19 69+17.76 36.98 LT 5331.65 |Curb Back 31 69+51.57 37.05LT 5330.70 |Curb Back 46 69+71.95 31.05LT 5329.65 |[Landing

7 69+00.73 42.55LT 5331.29 |Ex. Sidewalk 20 69+17.78 30.48 LT 5331.06 |Curb Back 32 69+51.71 32.58 LT 5330.63 |Curb Back PC 47 69+71.95 37.05LT 5329.74 |Landing

8 69+02.81 17.04 LT 5331.09 |[Flow Line 21 69+17.86 32.39LT 5331.09 |Curb Back PT 33 69+51.88 31.05LT 5330.61 |Curb Back 48 69+73.48 49.05LT [No El. Data|Ex. Sidewalk

9 69+02.81 17.54 LT 5331.59 |Curb Back 22 69+18.25 36.98 LT 5331.16 |Ex. Flow Line 34 69+52.00 30.55LT 5331.11 |Curb Back 49 69+79.27 22.41LT 5328.81 |Ex. Flow Line PC

10 69+02.83 23.54 LT 5331.68 |Sidewalk 23 69+18.26 36.48 LT 5331.15 |[Flow Line 35 69+60.95 22.88 LT 5330.10 |Flow Line PT 50 69+79.50 22.91LT 5329.47 |Ex. Curb Back PC

11 69+02.86 | 30.04LT 5331.95 |Curb Back 24 69+18.29 | 30.48LT 5331.06 |[Flow Line 36 69+60.96 | 23.38LT 5330.60 |Curb Back PT 51 69+82.54 | 28.83LT 5329.56 |[Sidewalk

12 69+02.86 30.54 LT 5331.95 |[Curb Ramp 25 69+18.36 32.40LT 5331.09 |Flow Line PT 37 69+65.95 22.75LT 5328.91 |Flow Line 52 69+92.37 16.69 LT 5328.62 |Flow Line PT

13 69+02.89 36.54 LT 5332.04 |Curb Ramp 38 69+65.95 23.25LT 5329.44 |Curb Back 53 69+92.38 17.19LT 5329.12 |Curb Back PT

39 69+65.95 30.55LT 5329.56 |Curb Back 54 69+92.40 23.19LT 5329.21 |Sidewalk
40 69+65.95 31.05LT 5329.56 |Curb Ramp
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9th Street Laundromat South Driveway SW Corner

9th Street Laundromat South Driveway NW Corner

10 20"

Point ID | Station Offset | Elevation |Description PointID | Station Offset | Elevation |Description

1 70496.57 | 16.29LT | 5325.57 |Flow Line 8 71+40.52 | 28.62LT | 5324.59 |Ex. Driveway

2 70+96.57 | 16.79LT | 5326.07 |Curb Back 9 7144157 | 16.12LT | 5324.36 |Flow Line NOTES:

3 70496.60 | 22.79LT | 5326.16 |CurbRamp 10 7144157 | 16.62LT | 5324.36 |Curb Back

4 7141157 | 16.23LT | 5325.16 |Flow Line 1 71+41.60 | 22.62LT | 5324.45 |CurbRamp Lo DETECTASLE WARNINGS AT DRIVEWAYS ARE ONLY

5 7141157 | 16.73LT | 5325.16 |Curb Back 12 71+47.57 | 16.09LT | 5324.20 |Flow Line '

6 71+411.60 | 22.73LT | 5325.25 |CurbRamp 13 71447.57 | 16.59LT | 5324.70 |Curb Back

7 71+412.72 | 28.73LT | 5325.37 |Ex. Driveway 14 71447.60 | 22.59LT | 5324.79 |Curb Ramp
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Know what's below.
Gall before you dig.

MATCH EXISTING
/_@ / /—ASPHALT PATCHING

DRIVEWAY

EXISTING SIGN

T 7 T CONCRETE PAVEMENT -
DETECTABLE

/_ (6 INCH)

1 WARNINGS

————z

PROTECT IN PLACE

TOE OF FILL (TYP)

3 DETECTABLE | . | (SEE NOTE 1)
WARNINGS © %1 ©
(SEE NOTE 1) . ) 1 14
| ..... . — . R N 2 R S B
| g : , |
T 0 31 5.8% %j o
| 15' | 30" — —-l\
SH 115
9th Street Laundromat North Driveway SW Corner 9th Street Laundromat North Driveway NW Corner
PointID | Station Offset Elevation |Description PointID | Station Offset Elevation |Description
1 72+14.72 15.84 LT 5322.47 |Flow Line 8 72+462.56 | 28.16LT 5321.64 |Ex. Driveway
2 72+14.72 | 16.34LT | 5322.97 |Curb Back 9 72459.72 | 15.67LT | 532136 |Flow Line NOTES:
3 72+14.75 22.34LT 5323.06 |Curb Ramp 10 72+59.72 16.17 LT 5321.36 |Curb Back
4 72429.72 15.78 LT 5322.10 |Flow Line 11 72459.75 22,17 LT 5321.45 |[Curb Ramp
5 72+29.72 | 16.28 LT 5322.10 |Curb Back 12 72+65.72 | 15.64LT 5321.22 [Flow Line
6 72+29.75 22.28 LT 5322.19 [Curb Ramp 13 72+65.72 16.14 LT 5321.72 |Curb Back
7 72+26.98 28.29LT 5322.67 |Ex. Driveway 14 72+65.75 22.14 LT 5321.81 [Curb Ramp

10 20"

1. DETECTABLE WARNINGS AT DRIVEWAYS ARE ONLY
IN BID SCHEDULE B.
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Know what's below.
Gall before you dig.

EXISTING SIGN
PROTECT IN PLACE

DRIVEWAY

MATCH EXISTING

————z

10 20"

———

peTECTABLE  (6)
WARNINGS |

ASPHALT PATCHING

CONCRETE PAVEMENT

(SEE NOTE 1)

/_ (6 INCH)
2

a]

DETECTABLE WARNINGS
(SEE NOTE 1)

RESET GROUND
SIGN (13A-B)

—_— e — .
—_— .

_ . g , y |
T Ql gl 5.1% 3 °
| 15' | 30! —6' —\
g SH 115
Thunder Road Liquor Driveway Thunder Road Liquor Driveway
PointID | Station Offset Elevation |Description PointID | Station Offset Elevation |Description

1 72497.14 15.53 LT 5320.57 |Flow Line 8 73+42.52 24.85LT 5320.08 |Ex. Driveway

2 72+97.15 16.03 LT 5321.07 |[Curb Back 9 73+42.14 15.35LT 5319.84 [Flow Line m

3 72+97.17 22.03LT 5321.16 [Curb Ramp 10 73+42.15 15.85LT 5319.84 |Curb Back 1. DETECTABLE WARNINGS AT DRIVEWAYS ARE ONLY

4 73+12.14 15.47 LT 5320.30 [Flow Line 11 73+42.17 21.85LT 5319.93 [Curb Ramp IN BID SCHEDULE B.

5 73+12.15 15.97 LT 5320.30 |[Curb Back 12 73+48.14 15.33 LT 5319.76 [Flow Line

6 73+12.17 21.97 LT 5320.39 [Curb Ramp 13 73+48.15 15.83 LT 5320.26 |Curb Back

7 73+11.84 24.97 LT 5320.36 |Ex. Driveway 14 73+48.17 21.83 LT 5320.35 [Curb Ramp
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8;1 o Temporary Easement Points

Point ID Northing Easting

Know what's below. » -
Call before youdig. 120 77517.336 220184.770
121 77509.336 220184.704
122 77509.220 220198.703
123 77517.220 220198.770

EXISTING SIGN
PROTECT IN PLACE

PRIVATE ACCESS

————z

Temporary Easement Points e —
Point ID Northing Easting o s 10 20'
124 77516.944 220232.047
125 77504.944 220231.947
126 77504.695 220261.946
127 77516.695 220262.046

(=D

DETECTABLE WARNINGS
(SEE NOTE 1)

701 S 9th Street Driveway SW Corner

PointID | Station Offset Elevation |Description
1 75+50.17 19.28 LT 5318.07 |Ex. Sidewalk
2 75+50.43 15.19LT 5317.88 |Ex. Curb Back
3 75+50.46 14.69 LT 5317.57 |Ex. Flow Line
4 75+55.16 21.67LT 5318.03 |Curb Back
5 75+55.32 21.19LT 5318.03 |Curb Ramp
6 75+56.90 16.45LT 5317.95 |Curb Back
7 75+57.06 15.98 LT 5317.45 |Flow Line
8 75+66.21 | 30.76 LT 5317.68 |Curb Back
9 75+66.65 30.51LT 5317.18 |Curb Ramp
10 75+68.22 35.73LT 5317.78 |Curb Back
11 75+68.56 35.12LT 5317.28 |Curb Ramp
12 75+71.00 28.04LT 5317.10 |Curb Back
13 75+71.43 27.80 LT 5317.10 |Flow Line
14 75+73.38 33.77LT 5317.20 |Curb Back
15 75+73.45 34.27 LT 5317.70 |Curb Back
16 75+73.86 | 33.64LT 5317.20 |Flow Line
17 75+73.99 34.12LT 5317.21 |Ex. Flow Line

SH 115

TOE OF FILL (TYP)
o
U \

RESET FIRE HYDRANT
(BY QTHERS)

@ [360 SF
2
360 SF

R@ \__EXISTING SIGN
PROTECT IN PLACE

DETECTABLE WARNINGS
(SEE NOTE 1) @
INSTALL NEW CROSS PAN

701 S 9th Street Driveway NW Corner

ADJUST VALVE BOX

NOTES:

1. DETECTABLE WARNINGS AT DRIVEWAYS ARE ONLY
IN BID SCHEDULE B.

PointID | Station Offset | Elevation |Description
18 76+12.41 41.16 LT 5316.68 |Ex. Flow Line
19 76+12.86 | 41.38LT 5317.18 |Ex. Curb Back
20 76+17.99 34.35LT 5317.10 |Curb Back
21 76+18.01 | 33.64LT 5316.60 |Flow Line
22 76+18.35 | 34.00LT 5316.60 |Curb Back
23 76+21.78 37.64 LT 5316.68 |Curb Ramp
24 76+21.77 | 38.35LT 5317.18 |Curb Back
25 76+23.03 29.90 LT 5316.50 |Flow Line
26 76+23.28 | 30.33LT 5316.50 |Curb Back
27 76+25.79 | 34.66LT 5316.58 |Curb Ramp
28 76+26.04 35.09LT 5317.08 |Curb Back
29 76+32.46 26.59 LT 5316.40 |Flow Line
30 76+32.53 27.08 LT 5316.90 |Curb Back
31 76+33.29 | 32.03LT 5316.98 |Curb Ramp
32 76+33.37 | 32.52LT 5316.98 |Curb Back
33 76+36.78 26.28 LT 5316.34 |Ex. Flow Line
34 76+36.78 26.78 LT 5316.78 |Ex. Curb Back
35 76+36.99 | 30.80LT 5316.88 |Ex. Sidewalk
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a1

Mulberry Avenue SE Corner

————z

v PointID | Station Offset | Elevation |Description 0._=5._10.—20.
Know what's below. 1 76+53.64 | 32.44 RT 5317.07 |Curb Back
Call vefore you . 2 76+53.69 | 31.94RT | 5317.07 |Sidewalk
3 76+54.19 | 25.96 RT 5316.98 |Ex. Curb Back Mulberry Avenue NE Corner Mulberry Avenue NE Corner Continued
4 76+54.24 | 25.46 RT 5316.73 |Ex. Flow Line Point ID | Station Offset | Elevation |Description Point ID | Station Offset | Elevation |Description
5 76+61.88 52.33RT 5315.94 |Curb Back 20 77+02.84 | 41.04RT 5315.74 |Ex. Flow Line 31 77+08.34 | 41.01RT 5315.38 |Curb Ramp
6 76+61.88 | 45.83 RT 5316.01 |Curb Back 21 77+02.88 | 47.77RT 5315.00 |Flow Line 32 77+08.38 | 47.73 RT 5315.08 |Landing
7 76+61.88 | 41.41RT 5316.26 |Curb Back PT 22 77+02.91 | 52.77RT 5314.92 |Flow Line 33 77+08.41 | 52.73RT 5315.00 |Landing
8 76+62.38 | 51.83 RT 5315.44 |Landing 23 77+02.94 | 57.77RT 5314.40 |Ex. Flow Line 34 77+08.44 | 57.73RT 5314.58 |Curb Ramp
9 76+62.38 | 45.83 RT 5315.51 |Landing 24 77+03.34 | 41.04RT 5316.13 |Ex. Curb Back 35 77+08.84 | 41.01RT 5315.38 |Curb Back
10 76+62.38 | 41.41RT 5315.76 |Sidewalk PT 25 77+03.34 | 41.04 RT 5315.30 |Sidewalk 36 77+08.88 | 47.73RT 5315.58 |Curb Back
11 76+68.38 | 58.56 RT 5314.87 |Ex. Curb Back 26 77+03.38 | 47.76 RT 5315.00 |Curb Back 37 77+08.91 | 52.73 RT 5315.50 |Curb Back
12 76+68.38 | 52.33RT 5315.85 |Curb Back 27 77+03.41 | 52.76 RT 5314.92 |Curb Back 38 77+08.94 | 57.73RT 5314.58 |Curb Back
13 76+68.38 | 51.83RT 5315.35 |Curb Back 28 77+03.44 | 57.76 RT 5314.74 |Ex. Curb Back 39 77+10.09 | 64.82RT No Data |Ex. Sidewalk
14 76+68.38 | 45.83 RT 5315.42 |Curb Back 29 77+03.44 | 57.76 RT 5314.50 |Sidewalk 40 77+13.69 | 36.98 RT 5314.82 |Ex. Sidewalk
15 76+68.38 | 41.41RT 5315.67 |Curb Back PT 30 77+05.63 64.82 RT No Data |Ex. Sidewalk 41 77+13.81 | 32.98 RT 5314.88 |Ex. Sidewalk
16 76+68.88 | 58.56 RT 5314.47 |Ex. Flow Line
17 76+68.88 | 51.83 RT 5315.35 |Flow Line
18 76+68.88 | 45.83 RT 5315.42 |Flow Line SH 115
19 76+68.88 | 41.41RT 5315.63 |Flow Line PT INSTALL NEW CROSS PAN
TOE OF FILL (TYP)
Py . 41
@ Y / ’ _l ROW
e\ de T [
/_@ 20 / i 49k [
/ _ (40
DETECTABLE <Jp\\
WARNINGS _\ —= 5,
%
—@ g i
) @)— @)
| DETECTABLE \@ @—/ ] \;@
| WARNINGS L ! |
2 &N W@
1 - 28 ! \‘ol ‘B‘)i —{ 34
o ' '
o L. !
: % 29 :
-} 30 39
=
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Know what's below.
Gall before you dig.

DRIVEWAY

CONCRETE PAVEMENT
(6 INCH)

%Z

DETECTABLE
WARNINGS
(SEE NOTE 1)

CONCRETE PAVEMENT

ROW o RaatE CONCRETE PAVEMENT (6 INCH)
(6 INCH)
/ (SEE NOTE 1) /> 19 MATCH EXISTING
- 244 o 30 |
EXISTING SIGN _ -
PROTECT IN PLACE MATCH EXISTING
| 6- 6-
?;l ﬁl ﬁl © MATCH EXISTING
MATCH EXISTING 1.0% 1.0% -
MATCH EXISTING
9
- - - 14 Ik
= = Va CONCRETE PAVEMENT
Z. (6 INCH)
G\ =
s SH 115 16
TOE OF FILL (TYP)
Starika Car Wash South Driveway SW Corner Starika Car Wash South Driveway NW Corner
PointID | Station Offset Elevation [Description Point ID Station Offset Elevation |Description
1 79+14.31 16.89 LT 5314.83 |Ex. Sidewalk 12 79+75.06 13.31LT 5314.01 |Flow Line
2 79+14.69 20.82LT 5314.91 |Ex. Sidewalk 13 79+75.06 13.81LT 5314.01 |Curb Back NOTES:
3 79+39.06 | 19.33LT 5314.62 |Curb Ramp 14 79+75.06 | 19.33LT 5314.29 |Curb Ramp _
4 79+39.06 25.33LT 5314.71 Curb Ramp 15 79+75.06 25.33LT 5314.38 |Curb Ramp 1. DETECTABLE WARNINGS AT DRIVEWAYS ARE ONLY
5 79+39.07 13.72 LT 5314.32 |Ex. Flow Line 16 79+81.01 13.30LT 5313.96 |Flow Line IN BID SCHEDULE B.
6 79+39.10 14.21LT 5314.61 |Ex. Curb Back 17 79+81.01 13.86 LT 5314.46 |Curb Back
7 79+45.06 13.38 LT 5314.28 |Flow Line 18 79+81.06 19.33 LT 5314.23 |Curb Ramp
8 79+45.06 13.88 LT 5314.28 |Curb Back 19 79+81.06 25.33LT 5314.32 |Curb Ramp
9 79+45.06 | 19.33LT 5314.56 |Curb Ramp
10 79+45.06 | 25.33LT 5314.65 |Curb Ramp
11 79+45.15 | 28.33LT No Data |Ex. Driveway
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8;1 0

Know what's below.
Gall before you dig.

Sell Ave SE Corner

Sell Ave NE Corner

PointID | Station Offset | Elevation |Description PointID | Station Offset Elevation |Description
1 80+94.17 | 28.90RT | 5314.47 |Ex.Sidewalk 23 81+49.05 | 45.87RT | 5312.53 |Ex. Flow Line
2 80+94.62 | 23.80RT | 5314.35 |Ex.Curb Back 24 81+49.46 | 46.04RT | 5312.95 |Ex. Curb Back
3 80+94.66 | 23.30RT | 5313.90 |Ex.Flow Line 25 81+50.85 | 40.24RT | 5312.75 |Flow Line
4 80+96.96 | 29.84 RT 5314.33 |Curb Back 26 81+51.27 | 40.41RT 5312.75 |Curb Back
5 80+97.08 | 29.36 RT 5314.33 |Curb Ramp 27 81+52.40 | 35.55RT 5312.85 |Flow Line PC
6 80+98.31 | 24.54RT 5314.25 |Curb Back 28 81+52.78 | 47.47RT 5313.14 |Ex. Sidewalk
7 80+98.43 | 24.06 RT 5313.75 |Curb Ramp 29 81+52.82 | 35.73RT 5312.85 |Curb Back PC
8 81+04.43 | 34.78RT 5314.03 |Curb Back 30 81+53.19 | 47.65RT 5313.14 |Curb Back
9 81+04.75 | 34.43RT | 5313.53 [Landing 31 81+455.38 | 42.18RT | 5312.83 |landing
10 81+06.99 | 38.70RT | 5313.93 |Curb Back 32 81+55.79 | 42.36RT | 5313.33 |Curb Back
11 81+07.38 | 38.46 RT 5313.43 |Landing 33 81+56.98 | 37.52RT 5312.93 |Landing PC
12 81+08.03 | 30.99 RT 5313.45 |Curb Back 34 81+57.39 | 37.71RT 5313.43 |Curb Back PC
13 81+08.36 | 30.65RT | 5313.45 |Flow Line 35 81+57.88 | 26.90RT | 5312.95 |Flow Line
14 81+08.93 | 46.11RT | 5313.03 |Curb Back 36 81+58.18 | 27.28RT | 5313.45 |Curb Back
15 81+09.37 | 46.07RT | 5313.03 |CurbRamp 37 81+61.13 | 31.09RT | 5313.53 |CurbRamp
16 81+09.72 | 52.66RT | 5312.72 |Ex.Sidewalk 38 81+61.42 | 31.47RT | 5313.53 [Curb Back
17 81+11.30 | 36.10RT | 5313.35 |Curb Back
18 81+11.69 | 35.86RT | 5313.35 |Flow Line
19 81+13.03 | 53.67RT | 5312.51 |Ex. Curb Back
20 81+13.44 | 53.80RT | 5312.07 |Ex.Flow Line
21 81+13.69 | 45.70RT | 5312.95 |Curb Back
22 81+14.12 | 45.67RT | 5312.45 [Flow Line

Temporary Easement Poinfs—___

INSTALL NEW

ICRDSS PAN

DETECTABLE
WARNINGS

EXISTING ELECTRIC POLE
PROTECT IN PLACE

Sell Ave NE Cor

ner Continued

PointID Station Offset Elevation |Description
39 81+62.15 | 23.89RT | 5312.98 |Flow Line 0'_55—10_'20
40 81+62.35 24.34 RT 5313.48 |Curb Back
41 81+64.30 | 28.87RT 5313.56 |Curb Ramp
42 81+64.50 | 29.32RT 5313.56 |Curb Back
43 81+69.32 | 21.93RT 5313.05 |Flow Line PT
a4 81+69.34 | 22.42RT 5313.05 |Curb Back PT
45 81+69.60 27.42 RT 5313.13 |Landing PT
46 81+69.62 | 27.92RT 5313.63 |Curb Back PT
47 81+73.97 21.69 RT 5313.00 |Flow Line
48 81+73.99 22.19RT 5313.00 |Curb Back
49 81+74.17 27.18 RT 5313.08 |Landing
50 81+74.19 27.68 RT 5313.58 |Curb Back
51 81+79.57 21.50 RT 5312.94 |Ex. Flow Line
52 81+79.58 22.00 RT 5313.41 |Ex. Curb Back
53 81+79.68 27.06 RT 5313.53 |Ex. Sidewalk
54 81+79.69 27.56 RT 5313.53 |Curb Back

INSTALL NEW

CROSS PAN

TOE OF FILL (TYP)

Point ID Northing Easting '\SAIADIE\IVQ\{'\:( %_EJIN'\SINPDLE
128 77578.859 220734.332 @ DETECTABLE WARNINGS
129 77588.859 220734.403
PROTECT IN PLACE
130 77588.817 220739.402 L>U @ @
131 77578.818 220739.332 @ < -
- ) .
o 5 -
@ g @ - / ROW
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Know what's below.
Gall before you dig.

DRIVEWAY

MATCH EXISTING @

AGGREGATE BASE
COURSE (CLASS 6)

o

DETECTABLE WARNINGS CONCRETE PAVEMENT

(SEE NOTE 1)

J————-

- 7L__(e INCH)____T

NT
«

N4

DETECTABLE WARNINGS ROW
(SEE NOTE 1)

—

@
f
g
Elllf
SH 115
Caiion Industrial Park Driveway SW Corner Carion Industrial Park Driveway NW Corner
Point ID | Station Offset | Elevation [Description PointID | Station Offset | Elevation [Description
1 82+22.91 | 18.02LT 5313.40 |[Curb Back PT 10 82+63.72 | 28.91'LT | 5313.37 |Ex.Ground
2 82422.93 | 17.52LT | 5312.90 |Flow Line PT 11 82+63.80 | 24.91'LT | 5313.10 |CurbRamp NOTES:
3 82+25.81 | 24.08'LT 5313.49 [Curb Ramp 12 82+63.94 | 18.91'LT 5313.01 |Curb Back
4 82+425.94 | 18.08'LT | 5313.40 |Curb Back 13 82+63.95 | 18.41'LT | 5313.01 [Flow Line T e UL ENENES AT DRIVEWAYS ARE ONLY
5 82+25.96 | 17.58'LT 5312.90 [Flow Line 14 82+71.80 | 25.09'LT 5313.66 [Curb Ramp
6 82+33.72 | 28.26'LT 5313.20 |[Ex. Ground 15 82+71.93 19.09' LT 5313.57 |Curb Back
7 82+33.81 | 24.26'LT 5313.00 |[Curb Ramp 16 82+71.94 | 18.59'LT 5313.07 |[Flow Line
8 82+33.94 | 18.26'LT 5312.91 |Curb Back
9 82+33.95 17.76' LT 5312.91 [Flow Line
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Know what's below.
Gall before you dig.
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UPRR Driveway SW Corner UPRR Driveway NW Corner
Point ID | Station Offset | Elevation |Description PointID | Station Offset | Elevation |Description
1 84+17.70 | 14.76LT | 5316.12 |Flow Line 8 84+47.67 | 13.42LT | 5317.07 |Flow Line
2 84+17.72 | 15.26LT | 5316.62 |Curb Back 9 84+47.69 | 13.92LT | 5317.07 |Curb Back
3 84+17.99 | 21.25LT | 5316.71 |Curb Ramp 10 84+47.96 | 19.91LT | 5317.16 |[CurbRamp NOTES:
4 844+23.69 | 14.49LT | 5316.31 |Flow Line 11 84+48.54 | 32.90LT | 5315.21 |Ex.Driveway -
5 84+23.72 | 14.99LT | 5316.31 |Curb Back 12 | 84+62.94 | 19.24LT | 5317.63 |Flow Line b DETECTABLE WARNINGS AT DRIVEWAYS ARE ONLY
6 84+23.98 | 20.99LT | 5316.40 |CurbRamp 13 84+62.68 | 13.25LT | 5318.13 |Curb Back '
7 84+24.57 | 33.97LT | 5315.04 |Ex. Driveway 14 84+62.65 | 12.75LT | 5318.22 |Curb Ramp
15 84+67.37 | 12.54LT | 5317.93 |Flow Line PT
16 84+57.68 | 13.47LT | 5317.42 |Flow Line PT
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Know what's below.
Gall before you dig.

Vine Street SE Corner

Point ID | Station Offset | Elevation |Description
1 87+09.43 17.29RT 5321.66 |Ex. Sidewalk
2 87+12.70 17.58 RT 5321.67 |Sidewalk
3 87+13.17 12.61 RT 5321.59 |Ex. Curb Back
4 87+16.71 22.12 RT 5321.17 |Curb Back
5 87+17.21 22.07 RT 5321.17 |Curb Ramp
6 87+18.06 | 35.66 RT 5320.59 |Curb Back
7 87+18.55 | 35.61RT 5320.09 |[Curb Ramp
8 87+18.60 | 41.13RT 5320.64 |Curb Back
9 87+19.05 | 40.58 RT 5320.14 |Landing
10 87+22.18 | 21.57 RT 5321.10 |Curb Ramp
11 87+22.68 | 21.52RT 5321.10 |Curb Back

MATCH EXISTING

—_————_——— —

ey

Vine Street SE Corner Continued

Vine Street NE Corner

/PRDTECT IN PLACE

@ EXISTING INLET

DETECTABLE WARNINGS

@‘7; ......
80

\EXISTING INLET

(WEED FREE)

Point ID | Station Offset | Elevation |Description Point ID | Station Offset | Elevation |Description
12 87+23.53 35.11RT 5320.01 |Curb Ramp 22 87+67.03 31.87RT 5320.27 |Ex. Flow Line
13 87+23.98 | 34.57RT 5320.51 |Curb Back 23 87+67.03 31.37RT 5320.35 |Flow Line
14 87+27.96 | 34.17RT 5320.42 |Curb Back 24 87+67.03 26.37 RT 5320.43 |Flow Line
15 87+28.01 34.67 RT 5319.92 |Curb Back 25 87+67.03 25.87 RT 5320.48 |Flow Line
16 87+28.45 34.12 RT 5319.89 |Ex. Flow Line 26 87+67.03 25.44 RT 5320.52 |Flow Line PC
17 87+28.50 | 39.64RT 5320.00 |Curb Back 27 87+67.53 | 31.87RT 5321.16 |Ex. Curb Back
18 87+28.50 | 34.62RT 5319.92 |Flow Line 28 87+67.53 | 31.37RT 5320.35 |Curb Back
19 87+28.55 | 40.14RT 5320.50 |Curb Back 29 87+67.53 | 26.37RT 5320.43 |Curb Back
20 87+29.00 | 39.59 RT 5320.00 |Flow Line 30 87+67.53 25.87 RT 5320.98 |Curb Back
21 87+29.05 | 40.09 RT 5321.00 |Ex. Flow Line 31 87+67.53 25.44 RT 5321.02 |Curb Back

32 87+73.53 | 31.87RT | 5320.80 |Curb Back
ROCK MULCH SH 115
(WEED FREE) ROCK MULCH

<
e ey —
o} 5 10! 20"
Vine Street NE Corner Continued
PointID | Station Offset | Elevation [Description
33 87+73.53 31.37RT 5320.80 |Curb Ramp
34 87+73.53 26.37RT 5320.88 |Curb Ramp
35 87+73.53 25.87RT 5320.88 |Curb Back
36 87+80.09 12.95RT 5321.61 |Curb Back PT
37 87+80.03 12.44 RT 5321.11 |Flow Line PT
38 87+82.39 | 21.01RT 5321.50 |Sidewalk
39 87+86.82 | 23.34RT 5321.43 |Sidewalk
40 87+92.45 | 18.52RT 5321.79 |Sidewalk
41 87+95.87 18.52 RT 5322.03 |Ex. Sidewalk
42 87+95.87 12.98 RT 5321.97 |Ex. Curb Back
43 87+95.87 | 12.44RT 5321.50 |Ex. Flow Line
43
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1. SITE DESCRIPTION

A. PROJECT SITE LOCATION: This project is located along SH-115 between Short Street and US Highway 50 in the City of
Cafion City, Fremont County, Colorado.

Location of address of construction office:

B. PROJECT SITE DESCRIPTION: CO SH-115 is the major arterial road in Central Cafion City. It is the main north-south route in

the City’s commercial core intersecting with US Highway 50. This project will consist of sidewalk, pedestrian ramps, and ramp
modifications.

C. ACRES OF DISTURBANCE:
1. Total area of construction site (LDA): 1.53 acres
2. Total area of proposed disturbance: 1.45 acres
3. Total area of new impervious surface: 0.59 acres
4. Total area of seeding: 0.13 acres

E. EXISTING SOIL DATA: Existing soils consist of predominantly Kim-Cascajo complex (38.5% at 2 to 15 percent slopes), Wann-

Shanta, dry, association (31.1%), and Kim loam (19.4% at O to 3 percent slopes).

F. EXISTING VEGETATION, INCLUDING PERCENT COVER:
Vegetative transects are not required, by permit, on projects with under an acre of disturbance. However, it is advised that

transects be completed prior to construction, as a quality control for post construction revegetation assessment. If transects are

not completed on a project, at a minimum describe the quality of the existing vegetation.

A survey including general description of existing vegetation shall be conducted by the SWMP Administrator for Construction
prior to any ground disturbance on the project. The SWMP Administrator shall photo-document existing vegetation where all
work will be occurring. The SWMP Administrator shall also perform the vegetation survey transect(s) including photo
documentation as outlined in Chapter 4.11.2 of CDOT’s Erosion Control and Stormwater Quality Guide.

Pre-Construction Date of survey:
Description of existing vegetation:
Map or table showing transect locations in SWMP Notebook:

%Density:

Post-Construction Date of survey:
Description of existing vegetation:
Map or table showing transect locations in SWMP Notebook:

%Density:

2. STORMWATER MANAGEMENT CONTROLS FIRST CONSTRUCTION ACTIVITIES

THE CONTRACTOR SHALL PERFORM THE FOLLOWING:

A. POTENTIAL POLLUTANT SOURCES
1. Evaluate, identify and describe all potential sources of pollutants at the site in accordance with subsection 107.25 and
place any BMPs/Control Measures required to contain potential pollutants.

B. OFFSITE DRAINAGE (RUN ON WATER)
1. Place BMPs/Control Measures to address run-on water in accordance with subsection 208.03.

C. CONSTRUCTION DEWATERING:
1. Obtain a dewatering permit from CDPHE if conditions of their low risk guidance for Discharges of Uncontaminated
Groundwater to Land are not met; see subsection 107.25(b) 8.

D. VEHICLE TRACKING PAD
1. BMPs/Control Measures shall be implemented in accordance with subsection 208.04.

E. PERIMETER CONTROL
1. Perimeter control shall be established as the first item on the SWMP to prevent the potential for pollutants leaving the
construction site boundaries, entering the stormwater drainage system, or discharging to state waters.
2. Perimeter control may consist of vegetation buffers, berms, silt fence, erosion logs, existing landforms, or other
BMPs/Control Measures as approved.

3. Perimeter control shall be in accordance with subsection 208.04.

3. SWMP ADMINISTRATOR:

A. SWMP ADMINISTRATOR FOR DESIGN:

Name/Title

Contact Information

Kelly Fredell, PE
Design Engineer

719-520-5800

Kelly.fredell@wilsonco.com

B. SWMP ADMINISTRATOR FOR CONSTRUCTION: (As defined in Subsection 208) The Contractor shall designate a SWMP

Administrator for Construction upon ownership of the SWMP. The SWMP Administrator shall become the owner/operator and
assume responsibility for all design changes to the SWMP implementation and maintenance in accordance to 208.03. The SWMP
Administrator shall be responsible for implementing, maintaining and revising SWMP, including the title and contact information.
The activities and responsibilities of the SWMP Administrator shall address all aspects of the projects SWMP. (Update the
information below for each new SWMP Administrator) (Copy of TECS Certification must also be included in the SWMP
Notebook.) The SWMP Administration for construction is not a separate pay item but is included in the cost of the work.

Name/Title

Contact Information

Certification #

Start Date

Engineer Approval

4. DURING CONSTRUCTION

The SWMP should be considered a “living document” that is continuously reviewed and modified. During construction, the following
items shall be added, updated, or amended as needed by the Contractor in accordance with Section 208

A. MATERIALS HANDLING AND SPILL PREVENTION: prior to construction commencing the Contractor shall submit a Spill Prevention,

Control and Countermeasure Plan, see subsection 208.06. Materials handling shall be in accordance with subsection 208.06.

B. STOCKPILE MANAGEMENT: shall be done in accordance with subsection 107.25 and 208.07

C. CONCRETE WASHOUT: Concrete wash out water or waste from field laboratories and paving equipment shall be contained in
accordance with subsection 208.05.

D. SAW CUTTING: shall be done in accordance with subsection 107.25, 208.04, 208.05

E. STREET SWEEPING: shall be done in accordance with subsection 208.04

5. BMP/CONTROL MEASURE MAINTENANCE

A. Maintenance shall be in accordance with subsection 208.04 (f).

6. INTERIM AND PERMANENT STABILIZATON

A. SEEDING PLAN

Soil preparation, soil conditioning or topsoil, seeding (native), mulching (weed free) and mulch tackifier will be required for an
estimated 0.13 acres of disturbed area within the right-of-way limits which are not surfaced. The following types and rates shall

be used:

COMMON NAME BOTANICAL NAME LBS. PLS PER
ACRE

WESTERN WHEATGRASS PASOPYRUM SMITHII V. ARRIBA OR BARTON 12.4

BLUE GRAMA BOUTELOUA GRACILIS V. HACHITA OR LOVINGTON 1.2

SIDEOATS GRAMA BOUTELOUA CURTIPENDULA V. VAUGHN OR BUTTE 3.6

INDIAN RICEGRASS ACHNATHERUM HYMENOIDES V.PALOMA 4.0

TOTAL 21.2

B. SEEDING APPLICATION: Drill seed 0.25 inch to 0.5 inch into the soil. In small areas not accessible to a drill, hand broadcast

or hydroseed at double the rate and rake 0.25 inch to 0.5 inch into the soil per subsection 212. Soil compaction shall be
minimized for areas where permanent stabilization will be achieved through vegetative cover.
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C. MULCHING APPLICATION: Apply a minimum of 2 tons of certified weed free hay or 2 1/2 tons of certified weed free straw
per acre and in accordance with Section 213, and mechanically crimp it into the soil in combination with an organic mulch
tackifier.
1. Prior to winter shutdown or the summer seeding window closure: Uncompleted slopes shall be mulched with 2 tons of
mulching (weed free) per acre, mechanically crimped into the topsoil in combination with an organic mulch tackifier in
accordance with subsections 208 and 213.

D. SPECIAL REQUIREMENTS: Due to high failure rates, hydroseeding will not be allowed for permanent stabilization.

E. SOIL CONDITIONING AND FERTILIZER REQUIREMENTS: Minimum amendment material requirements for all disturbances
to receive seeding (native). Elevation: (5,350) feet

Soil conditioners paid for as Item 212- Soil Conditioning (Acre)

Biological nutrient Humate Spray-on Amendment (lbs./acre)
organic based (Ibs./acre) >2:1 slopes only
fertilizer (Ibs./acre)*
300 200 3500

*Biological nutrient organic based fertilizer shall not exceed 8-8-8 (N-P-K).
Humate shall be in accordance to 212.02.
F. SOIL RETENTION COVERING: On slopes and ditches requiring a blanket or turf reinforcement mat (trm), the blanket/trm

shall be placed in lieu of mulch and mulch tackifier and placed after seeding (native). See SWMP Site Map for blanket/trm
locations.

G. Permanent Stabilization Application Under Structures: Under structures shade patterns should be considered and the
use of Median Cover Material (Stone) or other stabilized options with an approved Project Special Provision should be used. See
SWMP Site Map for locations.

H. RESEEDING OPERATIONS/CORRECTIVE STABILIZATION:
Prior to partial acceptance.
1. The Contractor shall maintain seeding/mulch/tackifier/blanket/TRM, mow to control weeds or apply herbicide to
control weeds in the seeded areas until Partial Acceptance of the stormwater construction work.

7. PRIOR TO PROJECT FINAL ACCEPTANCE

A. Partial Acceptance shall be in accordance with subsection 107.25 (d), 208.10 and 214.04 at the Partial Acceptance of the
project, it shall be determined by the SWMP Administrator for Construction and the Engineer which temporary
BMPs/Control Measures shall remain until 70% revegetation is established or which shall be removed.

B. Atthe end of the project, all ditch checks shall either consist of temporary erosion logs (or equivalent) or permanent riprap.

C. All storm drains shall be cleaned prior to the Final Acceptance of the project. Work shall be included in 202 Clean Culvert.

8. NARRATIVES:
A. ADDITIONAL BMPS/CONTROL MEASURES AND NARRATIVES:

BMP/Control Measure details and narratives not covered by the SWMP or Standard Plan M-208, M-216 shall be added to the SWMP notebook by the SWMP Administrator.

BMP Matrix:

1. M-Standards have been included along with standard BMP narratives. If a Non-Standard BMP will be used or the standard narrative does not apply, the SWMP Administrator shall write a Non-Standard BMP narrative, place an “X” in the column and complete a Non-

Standard BMP Specification and Narrative for the SWMP notebook.

2. The SWMP Administrator for Construction shall place an “X” in the column In Use on Site when the BMP/Control Measure has been installed.
3. Place an “X” in the column BMP/Control Measure to be located by SWMP Administrator for Construction if the SWMP Administrator shall locate the BMP/Control Measure during construction. These BMP/Control Measures are not currently located on SWMP Plans but
are anticipated to be used during construction (i.e. Vehicle Tracking Pad, Batch Plants, etc.). The SWMP Administrator for Construction shall locate these prior to or during construction and reflect on SWMP Map.

4. Place an “X” in the column Initial Construction if the BMP/Control Measure is to be installed prior to construction activity.

BMP/CONTROL MEASURE
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PROTECTION OF EXISTING WETLANDS Fence (pla)stlc).shall be placed in combw)atlon with erosion Iggs to prevent encroachmen't of construction traffic and sediment mtg state waters.prlor to start of
. . construction disturbances. Fence (plastic) shall be placed adjacent to the wetlands; erosion logs shall be placed between the plastic fence and disturbance area. X X
Fence (plastic) and erosion logs . ) L .
Logs shall be placed to direct flows away from or filter water running into wetlands from disturbance areas.
PROTECTION OF EXISTING Fence (plastic) shall be used in areas indicated in the plans to prevent encroachment of construction traffic and sediment for the protection of mature trees
TREES/LANDSCAPING and/or existing landscaping prior to start of construction disturbances. X X
Fence (plastic)
CHECK DAM/DITCH CHECK Placed in ditches immediately upon completion of ditch grading to reduce velocity of runoff in ditch. For existing ditches, place prior to start of construction
Erosion log, silt berm, silt dike, rock check | disturbances. M-208 X X X
dam
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STRUCTURAL BMPs/Control Measures that may be potentially used on the project for erosion and sediment control; practices may include, but are not limited to:

BMP/CONTROL MEASURE
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Storm Drain Inlet Protection In Paved Manufactured storm drain inlet protection placed prior to construction disturbances as detailed in M-208-1, to protect existing inlets or immediately upon
Roadways (Type 1, 2 and 3 as shown on completion of new inlets to prevent sediment from entering the inlet throughout construction. M-208 X X X
M-208-1, sheet 5 of 11)
Storm Drain Inlet Protection In Native Erosion logs or placed around inlet grate to prevent sediment from entering inlet. Place prior to construction disturbances to protect existing inlets or
Seed Areas (M-604 Standard Inlets Type C | immediately upon completion of new inlets. M-208
and D)
CULVERT INLET/OUTLET PROTECTION Placed at mouth of culvert inlets and over top of culvert at inlet and outlet where disturbance may be occurring adjacent to pipe to prevent sediment laden M-208 X X X
Erosion logs water from entering pipe or drainage. Place prior to start of construction disturbances.
TYPE C, TYPE D AND TYPE 13 PROTECTION | Placed around inlet grate or slope and ditch paving to prevent sediment from entering inlet. Place prior to start of construction disturbances. M-208 X X X
Erosion logs, erosion bales
STOCKPILE PROTECTION Placed within specified distance, in accordance with subsection 208.06, from toe to contain sediment around stockpile. M-208 X
Temporary berm, erosion logs
TOE OF FILL PROTECTION Place prior to slope/embankment work to capture sediment and protect and delineate undisturbed areas. *Can be used to stockpile topsoil for salvage.
Erosion logs, temporary berm, silt fence, M-208 X X
topsoil windrow*
PERIMETER CONTROL Placed prior to construction commencing to address potential run-on water from off site, and to divert around disturbed area. *Can be used to stockpile topsoil
Erosion logs, silt fence, temporary berm, for salvage. M-208 X X
topsoil windrow*
SEDIMENT CONTROL/ Placed on the contour of a slope to contain and slow down construction runoff. Place prior to start of construction disturbances.
SLOPE CONTROL M-208 X X
Silt fence, erosion logs
TEMPORARY SEDIMENT TRAP Used to capture sediment laden runoff from disturbed areas < 5 acres during construction. Place prior to start of construction disturbances. M-208 X X
EMBANKMENT PROTECTION OR Placed as a conduit or chute to drain runoff down slope and to prevent erosion of slope. M-208 X X
TEMPORARY SLOPE DRAIN
OUTLET PROTECTION Material placed as energy dissipater to prevent erosion at outlet structure. M- X X
Riprap, or approved other 601-12
CONCRETE WASHOUT Construction control, used for waste management of concrete and concrete equipment cleaning. Place prior to start of concrete activities. M-208 X X
In-ground or fabricated
VEHICLE TRACKING PAD Source control, placed to prevent tracking of sediment from disturbed area to offsite surface. Place prior to start of construction disturbances. M-208 X X
Source control, used to remove sediment tracked onto paved surfaces and to prevent sediment from entering drainage system. Sweep daily and at the end of
SWEEPING . . ) . X X
the construction shift as needed. Kick brooms shall not be permitted.
Engineered SEDIMENT BASIN Cons.tructed early in project., prior to storm s.ewer/ditches and in accordance wiFh 208.05(p) to capture storm flow. Outlet structure and/or outfall shall be
modified for temporary sediment control using an approved non-standard detail. X X X
DEWATERING Shall be done in such a manner to prevent potential pollutants from entering state waters.
(Contractor is responsible for obtaining a
. X X X
permit from Colorado Department of
Health and Environment.)
TEMPORARY STREAM CROSSING Constructed over stream or drainage to prevent discharge of pollutants from construction equipment into water. X X X
CLEAN WATER DIVERSION Placed to divert clean surface or ground water around disturbance area to prevent it from mixing with construction runoff. X X X
OTHER
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NON-STRUCTURAL BMPs/Control Measures that may be potentially used on the project for erosion and sediment control; practices may include, but are not limited to:
Erosion control devices are used to limit the amount of soil loss on site. Sediment control devices are designed to capture sediment on the project site. Construction controls are BMPs/Control Measures related to construction access and staging. BMP/Control Measure locations are

indicated on the SWMP Site Map.

* Use of vegetative buffer strip requirements. The CDPHE Water Quality Control Division Technical Memorandum dated August 27, 2015 clarifies the requirements for utilization of existing vegetation as a buffer type of sediment control measure, while maintaining compliance with

the CDPS permit for Stormwater Discharges Associated with Construction Activity — CDPS Permit No. COR0300000. In general, the division does not recommend that vegetated buffers be implemented as a sediment removal control measure for runoff from disturbed areas at

construction sites, unless implemented as a “finishing” component of a treatment train comprised of additional, adequate up-gradient control measures. The entire memorandum can be found at:

https://www.colorado.gov/pacific/sites/def

ault/files/Vegetative%20Buffer%20Memo.pdf
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* VEGETATIVE BUFFER STRIP Filter sediment laden runoff from disturbance area. Area to be identified on SWMP prior to construction starting. X X X X
Fence (plastic)
Existing or created landforms may be used as a BMP/Control Measure if they prevent sediment from entering or leaving the disturbance area. If a landform
GRADING APPLICATIONS (LANDFORM) directs flow of water to a concentrated outfall point, the outfall point shall be protected to prevent erosion. Area to be identified on SWMP prior to M-208 X X
construction starting.
TOPSOIL MANAGEMENT Prior to any site disturbance work commencing, existing topsoil shall be scraped to a depth of 4 inches, and placed in stockpiles or windrows. Upon completion
STOCKPILE/SALVAGE of slope work/final grading (less 4 inches), topsoil shall be evenly distributed over embankment to a depth of 4 inches. M-208 X X
Windrow or stockpile
SURFACE ROUGHENING / GRADING Temporary stabilization of disturbance and to minimize wind and erosion. X
TECHNIQUES
SEEDING (TEMPORARY) Temporary stabilization used for over wintering of disturbance or used to control erosion for areas scheduled for future construction. X
BONDED FIBER MATRIX and Spray-on Not to be used in areas of concentrated flows, i.e. ditch lines. To be for either Interim or Permanent Stabilization placed as a surface cover for erosion control. X
Mulch Blanket (hydraulic applied mulch May be used as surface cover when work is temporarily halted and as approved by the Engineer for stockpiles.
Straw or Hay MULCH/MULCH TACKIFIER Interim or Permanent Stabilization placed as a surface cover for erosion control and or seeding establishment. To be installed as Interim Stabilization as a X X
surface cover when work is temporarily halted and as approved by the Engineer
SPRAY-ON MULCH BLANKET (Not to be Temporary or Final Stabilization placed as a surface cover for erosion control and or seeding establishment. To be installed as temporary surface cover when
used in areas of concentrated flows, i.e. work is temporarily halted and as approved by the Engineer X X
ditch lines.)
SEEDING PERMANENT (NATIVE) Final Stabilization of disturbance and to reduce runoff and control erosion on disturbed areas. X
SOIL RETENTION BLANKET (SRB) Final Stabilization of disturbance and to reduce runoff and control erosion on disturbed areas. M-216 X X
TURF REINFORCEMENT MAT (TRM) Final Stabilization of disturbance and to reduce runoff and control erosion on disturbed areas. Placed in channels or on slopes for erosion control, channel liner M-216 X X
and seeding establishment.
OTHER
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9. TABULATION OF STORMWATER QUANTITIES

A. BMP/Control Measure sediment removal and disposal shall be paid for as: 208 Removal and Disposal of Sediment
(Equipment) and 208 Removal and Disposal of Sediment (Labor). All other BMP/Control Measure maintenance shall be
included in the cost of the BMP/Control Measure.

B. Establishment of seeded areas shall be paid for as: 212 Seeding (native). This shall include mowing, weed control,
reseeding/mulch/tackifier.

PSP Pay Item Description Pay Initial Interim Permanent *Total

Spec. Unit Const. Const. Stabilization Quantity
207-00205 Topsoil cY 68 68
208-00002 Erosion Log Type 1 (12 inch) LF 120 120 120 120
208-00046 Pre-fabricated Concrete Washout Structure Each 2 2
208-00056 Storm Drain Inlet Protection (Type IlI) Each 13 13
208-00106 Sweeping (Sediment Removal) Hour 40 40
208-00207 Erosion Control Management (ECM) Day 45 45

PSP Pay Item Description Pay Initial Interim Permanent *Total

Spec. Unit Const. Const. Stabilization Quantity
212-00006 Seeding (Native) Acre 0.11 0.11
212-00032 Soil Conditioning Acre 0.11 0.11
213-00002 Mulching (Weed Free Hay) Acre 0.11 0.11
213-00061 Mulch Tackifier LB 6 6
217-00020 Herbicide Treatment Hour 12 12

X 700-70380 Erosion Control FA 1

*|t is anticipated that additional BMPs/Control Measures and BMP/Control Measure quantities not shown on the SWMP Site Maps shall
be required on the project for unforeseen conditions and replacement of items that are beyond their useful service life, see subsection
208.03 and 208.04. Quantities for all BMPs/Control Measures shown above are estimated, and have been increased for unforeseen
conditions and normal BMP/Control Measure life expectancy. Quantities shall be adjusted according to the conditions encountered in
the field as directed and approved by the Engineer. Payment shall be for the actual work completed and material used.

**Ppay Item 208-00071 is included for anticipated maintenance of vehicle tracking pads based on the service life of the BMP in the field.
The use of the material shall be directed and approved by the Engineer.

10. BIOLOGIC IMPACTS and DEWATERING
A. ENVIRONMENTAL IMPACTS:
1. Wetland Impacts: Refer to other environmental permits in accordance with subsection 107.02 and the permits
contained in the SWMP Notebook.
2. Stream Impacts: Refer to other environmental permits in accordance with subsection 107.02 and the permits
contained in the SWMP Notebook.
3. Threatened and Endangered Species: No species are anticipated to be impacted by the project.
4. DEWATERING: Dewatering: Refer to other environmental permits in accordance with subsection 107.02 and the
permits contained in the SWMP Notebook.

11. Notes

1. EMC (or SWMP Administrator for Construction or Erosion Control Inspector) is included in the cost of the work.
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GEODETIC COORDINATE TABLE

. Geodetic Coordinates NAD-83(XX) (CHARN) Elip Height Ortho Height . . NAD 83 (XX) Zone XXXX . .
Point No. Mapping Angle | Grid Scale Factor Description
Latitude (N) Longitude (W) (NAVD88) (m) (m) SP Northing (m) SP Easting (m)
101 38°26'26.44619" -105°14'01.90242" 1624.431 1608.008 372254.955 937636.840 Brass Plug Stamped CP 101
102 38°26'23.36711" -105°13'59.42594" 1622.186 1605.758 372160.189 937697.176 Brass Plug Stamped CP 102
103 38°26'18.36558" -105°13'54.60094" 1619.169 1602.731 372006.313 937814.644 Brass Plug Stamped CP 103
104 38°26'10.84040" -105°13'55.39131" 1621.393 1604.952 371774.221 937796.161 Brass Plug Stamped CP 104
105 38°26'06.36389" -105°13'54.69121" 1624.691 1608.248 371636.240 937813.547 Brass Plug Stamped CP 105
106 38°25'49.18764" -105°13'55.22020" 1642.07 1625.621 371106.579 937802.280 Brass Plug Stamped CP 106
107 38°25'42.54449" -105°13'565.11431" 1652.957 1636.506 370901.748 937805.453 Brass Plug Stamped CP 107

PROJECT COORDINATE TABLE

COORDINATE DATUM: Project coordinates are modified Colorado State Plane

Project Coordinates

&COMPANY  Phone: 719-520-5800 FAX: 719-520-0108

Sheet Subset: SURVEY | Subset Sheets: 1

of

Central Zone NAD '83/(2011) coordinates. The combined elevation/scale factor Point No. Elev(ft) (NAVDS8) Description
used to modify the coordinates from state plane to project coordinates is Northing (ft) Easting (ft)
1.0002504655. The resulting project coordinates are truncated by 1,000,000 101 221612.36100 77000.68800 5329.489 1075
U.S. feet in the Northing and 2,000,000 U.S. feet in the Easting after 102 221301.37100 77198.69100 5322.123 1075
converting . . .
from State Plane coordinates to project coordinates. 103 220796.40400 77584.18100 5312.223 1075
104 220034.75700 77523.52400 5319.519 1075
Project Coordinates Northing U.S. Survey Feet = (State Plane Coordinates Northin 105 219581.95000 77580.58100 5330.341 1075 CKS
U.S. feet * 1.0002504655) - 1,000,000. 106 217843.78500 77543.60600 5387.358 1075 CKS
107 217171.60000 77554.01800 5423.076 1075 CKS
Project Coordinates Easting U.S. Survey Feet = (State Plane Coordinates Easting
U.S. feet * 1.0002504655) - 3,000,000.
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